
Product group 140

Inner tube Polyurethane (PU)

Cover PVC

Temperature min. °C -20

Temperature max. °C +90

Media Materials, Food, Oil

Reinforcement Steel spiral

Applications and
characteristics

A powerful and very flexible PVC hose suitable for
suction and pressure. It is resistant to hydraulic
oils. The hose can also be used to transport dry
food. Crystal clear and food approved.

Design Smooth, transparent

SUCTION AND PRESSURE HOSE, PU/PVC, TRANSPARENT
1461-40

Other

Part No. ID mm OD mm Bend rad mm Vacuum pr Max% Length m/coil WP MPa Weight kg/m

14614003 5 10 20 90 60 2 0.08

14614004 6,30 11.3 26 90 60 2 0.1

14614005 8 13.4 32 90 60 1,80 0.135

14614006 10 16 40 90 60 1,80 0.17

14614008 12,50 18.7 50 90 60 1,50 0.23

14614010 16 23 63 90 60 1,40 0.29

14614012 19 26 76 90 60 1,20 0.35

14614024 38 26 190 80 30 0,60 0.75

14614026 40 49 200 80 30 0,50 0.95

14614028 45 55 225 80 30 0,50 1.15

14614032 51 61.6 255 80 30 0,30 1.3

14614038 60 71 300 80 30 0,40 1.75

14614040 65 76.4 325 80 30 0,30 1.9

14614044 70 82 350 80 30 0,30 2.10

14614048 76 89 380 70 30 0,30 2.3

14614064 102 117 510 70 30 0,20 3.7
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