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In our wide selection of high quality hoses, we have 
hoses for all application areas. We have strived to offer 
low weight, great flexibility and a variety of dimensions 
in order to meet our customers needs for the right 
hose for the right kind of fluids. With our wide range of 
products, Hydroscand can offer the perfect hose to fulfil 
the special demands of every function.

Hydroscand will also commit to develop hoses in 
cooperation with the customers, to fulfil requests of other 
materials or special qualities.

For industrial hose fittings, see chapter 5.  
For hose clamps, see chapter 5:01.

Kevlar® and Teflon® are registered trademarks by 
DuPont.

HYDROSCAND INDUSTRIAL HOSES

Bureau Veritas

Lloyds Registry of Shipment Det Norske Veritas

MED

CERINA

Water Air pressure

Chemicals Special

Materials Gas and welding

Oil and gasoline Food and beverage

Steam Ventilation

IMAGE EXPLANATIONS
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1401 HYDROWATER, INDUSTRIAL WATER HOSE 10/12 BAR

Part	  ID	 OD	 Work pr.	 Bend rad.	   Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1401-00-08	 13	 19	 1,2	 80	 0,24	 50
1401-00-10	 16	 23	 1,2	 100	 0,34	 50
1401-00-12	 19	 26	 1,2	 110	 0,40	 50
1401-00-16	 25	 33	 1,2	 150	 0,58	 50
1401-00-20	 32	 42	 1,0	 192	 0,89	 40
1401-00-24	 38	 48	 1,0	 228	 1,02	 40
1401-00-25	 45	 55	 1,0	 271	 1,20	 40
1401-00-32	 50	 60	 1,0	 300	 1,31	 40
1401-00-40	 63	 73	 1,0	 381	 1,63	 40
1401-00-48	 75	 86	 1,0	 450	 2,20	 40
1401-00-64	 102	 114	 1,0	 800	 3,69	 40
1401-00-96	 152	 162	 1,0	 1220	 4,80	 40

Construction
Inner tube:		  Synthetic rubber (SBR)
Cover:		  Weather and abrasion resistant rubber (SBR/EPDM)
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -30°C – + 80°C
Design:		  Smooth, red. Wrapped from 32 mm.
 
Applications and characteristics
A flush hose for industries, construction sites, sports facilities and wash 
halls. Easy to handle, low weight, durable and weather resistant.
 
Product group: 	140

1456-50 MULTIWATER, FLUSH HOSE 20 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	  Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1456-50-08	 13	 19	 2,0	 75	 0,21	 40
1456-50-12	 19	 27	 2,0	 110	 0,40	 40
1456-50-16	 25	 34	 2,0	 150	 0,57	 40

Construction
Inner tube:		  EPDM
Cover:		  EPDM
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -40°C – +95°C
Design:		  Smooth, black with red longitudinal stripes
 
Applications and characteristics
A flush and cleaning hose for cold and warm water for industry and agricul-
ture. An exceptional flexibility combined with good temperature character-
istics. AdBlue resistant.

Product group: 	140
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1:41456-30 HYDROHEAT, HEATING HOSE FOR CONSTRUCTION SITES

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1456-30-16	 25	 35	 1,0	 150	 0,63	 60
1456-30-20	 32	 43	 0,5	 350	 0,91	 60
1456-30-24	 38	 50	 0,5	 400	 1,13	 60
1456-30-32	 51	 63	 0,5	 500	 1,46	 60
1456-30-40	 63	 75	 0,5	 650	 1,76	 60

Construction
Inner tube:		  EPDM
Cover:		  EPDM
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -40°C – +100°C
Design:		  Smooth, grey (except 1" which is black)
 
Applications and characteristics
Externally durable hose for transportation of hot water, especially in the 
construction industry. Regularly used as heating hose at construction sites.

Product group: 	140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1501-25-08	 13	 18	 1,0	 127	 0,14	 25
1501-50-08	 13	 18	 1,0	 127	 0,14	 50
1501-25-12	 19	 25	 1,0	 190	 0,25	 25
1501-50-12	 19	 25	 1,0	 190	 0,25	 50
1501-25-16	 25	 32	 0,8	 250	 0,36	 25
1501-50-16	 25	 32	 0,8	 250	 0,36	 50

1501 WATER HOSE PVC

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 Knitted textile
Safety factor:		  1:2,5
Temperature:		  -5°C – +60°C
Design:		  Smooth, yellow
 
Applications and characteristics
A very resistant and soft knitted textile hose. The inner tube is made of a 
first class PVC material. Used in construction and shipbuilding industries, 
as well as for irrigation.

 
Product group: 	 140
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Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1401-10-16	 25	 36	 1,0	 150	 0,81	 15
1401-10-20	 32	 43	 1,0	 190	 0,95	 20

1401-10 PULPFLUSH, GROOVE FLUSH HOSE

Construction
Inner tube:		  SBR
Cover:		  SBR/EPDM
Reinforcement:		 Textile, spiral lacing
Safety factor:		  1:3
Temperature:		  -40°C – +80°C
Design:		  Corrugated with flush nozzle, red
 
Applications and characteristics
The hose is used in the paper industry for slushing paper barrels. The ex-
ternal corrugation of the hose prevents dust formations on the floor. 
  

Product group: 	140

1401-60 PUMPFLUSH HEAVY DUTY, FEEDER HOSE 15 BAR

Part	 ID	 OD	 Work pr.	 Weight	 Length
number	 mm	 mm	 MPa	 kg/m	 m/coil

1401-60-64	 102	 112	 1,5	 1,92	 40
1401-60-80	 127	 137	 1,5	 2,37	 40
1401-60-96	 152	 164	 1,5	 3,35	 40

Construction
Inner tube:		  SBR
Cover:		  Abrasion and weather resistent EPDM
Reinforcement:		 Two layers of synthetic textile
Safety factor:		  1:3
Temperature:		  -40°C – +75°C
Design:		  Wrapped, black
 
Applications and characteristics
Especially designed as a pressure hose for drainage pumps and 
irrigation systems. Also suitable for industry and mining. Resists 
pressure peaks and a very large external abrasion. Can be laid 
flat for transportation and storage. 

Product group: 	140
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Construction
Inner tube:		  EPDM
Cover:		  EPDM rubber with fiberglass

Reinforcement:	 	 Synthetic textile

Safety factor:		  1:3
Temperature:		  -30°C – +120°C

Design:		  White

 
Applications and characteristics
Used as a protection and cooling hose where the working temperature is high, e.g. melt-
ing furnaces and foundries. The cover cord is made of fiberglass, which gives the hose a 
good resistance towards flames. Sustains 530° C temporary radiation as well as glowing 
steel spatter. 

Product group: 	140

1402 INDUSTRIAL COOLING HOSE, FIBERGLASS

Part 	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1402-00-08 13,0 29,0 1,2 50 0,65 40
1402-00-10 16,0 32,0 1,2 85 0,77 40
1402-00-12 19,0 35,0 1,2 95 0,83 40
1402-00-16 25,0 41,0 1,2 125 0,98 40
1402-00-20 32,0 48,0 1,2 160 1,19 40
1402-00-32 51,0 71,0 1,2 250 2,24 40
1402-00-48 76,0 96,0 1,0 380 3,30 40

1402-30 WARECOOLER, INDUSTRIAL COOLING HOSE

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1402-30-08	 13	 23	 1,0	 120	 0,45	 40
1402-30-10	 16	 26	 1,0	 150	 0,48	 40
1402-30-12	 19	 30	 1,0	 200	 0,58	 40
1402-30-16	 25	 38	 1,0	 250	 0,77	 40
1402-30-20	 32	 45	 1,0	 320	 0,91	 40
1402-30-24	 38	 58	 1,0	 380	 1,30	 40
1402-30-32	 51	 65	 1,0	 500	 1,89	 40
1402-30-40	 63,5	 80	 1,0	 650	 2,47	 40
1402-30-48	 76	 95	 1,0	 800	 3,44	 40
1402-30-64	 102	 124	 1,0	 1000	 5,12	 40

Construction
Inner tube:		  EPDM
Cover:		  EPDM rubber with a ceramic fibre cord
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -40°C – +120°C
Design:		  White
 
Applications and characteristics
Used as a protection and cooling hose where the working temperature 
is high, e.g. melting furnaces and foundries. The cover cord is made of 
ceramic fibres, which gives the hose a good resistance towards flames. 
Sustains 1,100° C temporary radiation as well as glowing steel spatter. 
Electrical resistance: 106 Ohm/m.

Product group: 	140



CHAPTER 1:4 INDUSTRIAL HOSES

PRODUCT CATALOGUE60

Part	 ID	 OD	 Work pr.	 Weight	 Length
number	 mm	 mm	 MPa	 kg/m	 m/coil

1403-00-16	 25	 31	 1,0	 0,38	 40
1403-00-20	 32	 38	 1,0	 0,47	 40
1403-00-24	 38	 45	 1,0	 0,65	 40
1403-00-32	 50	 57	 1,0	 0,83	 40
1403-00-40	 63,5	 70,5	 1,0	 1,04	 40
1403-00-48	 75	 82	 1,0	 1,20	 20
1403-00-64	 100	 108	 1,0	 1,78	 20

1403 PUMPFLUSH SW, DOWN PIPE HOSE 10 BAR, LAY-FLAT

Construction
Inner tube:		  Synthetic rubber (SBR)
Cover:		  Weather resistant synthetic rubber (SBR)
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -30°C – +80°C
Design:		  Wrapped, black
 
Applications and characteristics
The hose is used as a down pipe for irrigation, gardening and 
sports facilities. Can be laid flat for simple storage and transpor-
tation.

Product group: 	140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Lenght
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1404-00-20	 32	 42,0	 1,0	 190	 1,01	 90	 40
1404-00-24	 38	 48,0	 1,0	 230	 1,16	 90	 40
1404-00-32	 50	 60,0	 1,0	 300	 1,50	 90	 40
1404-00-48	 75	 86,5	 1,0	 450	 2,75	 90	 20
1404-00-64	 100	 114,0	 1,0	 600	 3,98	 90	 20
1404-00-80	 127	 144,0	 1,0	 760	 7,00	 90	 20
1404-00-96	 152	 170,0	 1,0	 920	 10,0	 90	 20

1404-00 PUMPFLUSH HW, SPIRAL SUCTION HOSE 10 BAR

Construction
Inner tube:		  Synthetic rubber (SBR)
Cover:		  Weather resistant synthetic rubber (SBR)
Reinforcement:		 Synthetic textile with a spiral of steel
Safety factor:		  1:3
Temperature:		  -30°C – +80°C
Design:		  Wrapped, black
 
Applications and characteristics
Suction hose for pumps, sewage, well-cleaning and tank tipping. Can be used 
on both the pressure side as well as the suction side of the pump.

 
Product group: 	140
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1:41405 PVC DRAINAGE HOSE, LAY-FLAT

Part	 ID	 OD	 Work pr.	 Weight	 Length
number	 mm	 mm	 MPa	 kg/m	 m/coil

1405-00-12	 19	 21,6	 0,7	 0,11	 100
1405-00-16	 26	 29,0	 0,7	 0,17	 100
1405-00-20	 33	 35,9	 0,7	 0,20	 100
1405-00-24	 40	 42,6	 0,5	 0,21	 100
1405-00-32	 52	 54,7	 0,5	 0,27	 100
1405-00-40	 65	 68,0	 0,4	 0,38	 100
1405-00-48	 77	 80,4	 0,4	 0,53	 100
1405-00-64	 103	 106,5	 0,3	 0,70	 100
1405-00-80	 128	 132,0	 0,3	 0,94	 100
1405-00-96	 153	 157,0	 0,3	 1,18	 100
1405-02-04	 207	 212,0	 0,2	 1,90	 100
1405-02-50	 257	 262,2	 0,2	 2,65	 100

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -20°C – +60°C
Design:		  Smooth, blue
 
Applications and characteristics
A durable and age resistant drainage hose for pump applications, 
can also be used as hose protection. Can be laid flat for transpor-
tation and storage. Other dimensions and pressure classes are 
available upon request. The working pressures mentioned below are 
valid at +20°C.

Product group: 	140

1425-30 GETEX, FIRE HOSE

Part	 ID	 Work pr.	 Weight	 Length
number	 mm	 MPa	 kg/m	 m/coil

1425-30-16	 25,0	 2,0	 0,12	 15, 20, 25 and 30
1425-30-24	 38,0	 1,5	 0,18	 15, 20, 25 and 30
1425-30-32	 51,0	 1,5	 0,27	 15, 20, 25 and 30
1425-30-40	 65,0	 1,5	 0,32	 15, 20, 25 and 30
1425-30-48	 76,0	 1,5	 0,40	 15, 20, 25 and 30
1425-30-64	 102,0	 1,2	 1,65	 15, 20, 25 and 30

Construction
Inner tube:		  EPDM
Cover:		  White polyester weave
Reinforcement:		 Textile
Safety factor:		  1:3
Temperature:		  -50°C – + 90°C
Design:		  Smooth, white
 
Applications and characteristics
Low weight fire hose used by Scandinavian fire departments. 
Can be delivered in lengths of up to 1,000 meters/coil.

Product group: 	140
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Part	 ID	 OD	 Work pr.	 Weight	 Bend rad.	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 kg/m	 mm	 Max %	 m/coil

1508-10-32	 51	 62	 0,30	 1,10	 175	 90	 30
1508-10-32-90	 51	 62	 0,30	 1,10	 175	 90	 50
1508-10-48	 76	 89	 0,30	 1,80	 270	 90	 30
1508-10-48-90	 76	 89	 0,30	 1,80	 270	 90	 50
1508-10-56	 90	 104	 0,25	 2,35	 310	 90	 30
1508-10-64	 102	 117	 0,20	 2,80	 350	 90	 30
1508-10-80	 127	 144	 0,10	 4,00	 450	 90	 20
1508-10-96	 152	 170	 0,10	 5,10	 600	 90	 20

Applications and characteristics
A suction hose for sewage trucks, grains and fertilizing. Extremely pliable 
and flexible at very low temperatures. The extra hard PVC spiral provides ex-
cellent protection against external abrasion/friction. The hose is oil resistant. 
 
Product group: 140

Construction
Inner tube: 
Cover: 
Reinforcement: 
Safety factor: 
Temperature: 
Design: 

PVC 
PVC 
Half-embedded PVC spiral 
1:3 
-40°C - +45°C 
Corrugated, orange-black 

1508-10 HYDROSCAND ARCTIC, SUCTION HOSE PVC -40°

Applications and characteristics
A super elastic and flexible suction and pressure hose for low temperatures. 
The low weight makes it suitable for use in sewage, pumping, and transport 
of grains and fertilizer etc.

 
Product group: 140

Inner tube: 
Cover: 
Reinforcement: 
Safety factor: 
Temperature: 
Design:

Construction
PVC 
PVC 
Embedded PVC spiral 
1:3 
-40°C - +50°C 
Lightly corrugated, silver grey, internally smooth

1508-20 SUPER-X POLAR, GREY

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1508-20-32	 51	 61	 0,40	 180	 0,98	 90	 50
1508-20-40	 63	 74	 0,35	 220	 1,35	 90	 50
1508-20-48	 76	 88	 0,35	 250	 1,70	 90	 50
-64	 102	 115	 0,30	 335	 2,60	 90	 30
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1:41508-30 SUPER-X POLAR, BLACK

Part	 ID	 OD	 Work pr.	 Weight	 Bend rad.	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 kg/m	 mm	 Max %	 m/coil

1508-30-32	 51	 61	 0,40	 0,98	 180	 90	 50
1508-30-40	 63	 74	 0,35	 1,35	 220	 90	 50
1508-30-48	 76	 89	 0,35	 1,70	 250	 90	 50
1508-30-64	 102	 116	 0,30	 2,60	 335	 80	 30
1508-30-80	 127	 142	 0,25	 3,65	 525	 70	 30
1508-30-96	 152	 169	 0,25	 5,10	 630	 70	 30

Inner tube: 
Cover: 
Reinforcement: 
Safety factor: 
Temperature: 
Design: 

Applications and characteristics
A super elastic and flexible suction and pressure hose for low temperatures. The low 
weight makes it suitable for use in sewage, pumping, and transport of grains and ferti-
lizer etc.

 
Product group: 140

Construction
PVC 
PVC 
Corrugated PVC spiral 
1:3 
-40°C - +50°C 
Corrugated, black with silver grey spiral, internally smooth

1407-10 SPIRAL SUCTION HOSE, SUPER ELASTIC PVC

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1407-10-16	 25	 33,8	 0,7	 100	 0,50	 90	 50
1407-10-20	 32	 40,8	 0,6	 130	 0,60	 90	 50
1407-10-24	 38	 46,8	 0,6	 150	 0,70	 90	 50

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 PVC spiral
Safety factor:		  1:3
Temperature:		  -25°C – +55°C
Design:		  Corrugated, grey-green
 
Applications and characteristics
A suction hose for sewage trucks, grains and fertilizing. Pliable and flex-
ible at low temperatures. The extra hard PVC spiral gives an extraordi-
nary protection against external abrasion.

Product group: 	140
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Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length 
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1410-00-06	 10,0	 16,0	 1,0	 60	 0,16	 100
1410-00-08	 13,0	 19,0	 1,0	 80	 0,20	 100
1410-00-10	 16,0	 23,0	 1,0	 100	 0,29	 100
1410-00-12	 19,0	 28,0	 1,0	 115	 0,39	 50

1410 CARHEATER, CAR HEATING HOSE

Construction
Inner tube:		  Heat resistant EPDM rubber
Cover:		  Abrasion and weather resistant rubber (EPDM)
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -40°C – +100°C, temporarily +120°C
Design:		  Smooth, black

Applications and characteristics
Suitable hose for cooling and heating systems on vehicles, including where 
pressure and heat is required. The hose is resistant to glycol and light 
chemicals. 

Product group: 	140

1409-40 RADIATOR LL, COOLING HOSE 4 BAR

Part	 ID	 OD	 Work pr.	 Weight	 Length
number	 mm	 mm	 MPa	 kg/m	 m/coil

1409-40-12	 20,0	 26,0	 0,4	 0,31	 40
1409-40-14	 22,0	 28,0	 0,4	 0,33	 40
1409-40-16	 25,0	 34,5	 0,4	 0,42	 40
1409-40-18	 28,0	 36,0	 0,4	 0,46	 40
1409-40-20	 32,0	 40,0	 0,4	 0,62	 40
1409-40-22	 35,0	 43,0	 0,4	 0,67	 40
1409-40-24	 38,0	 47,0	 0,4	 0,83	 40
1409-40-30	 45,0	 54,0	 0,4	 1,02	 40
1409-40-31	 48,0	 57,5	 0,4	 1,09	 40
1409-40-32	 50,0	 60,0	 0,4	 1,15	 40
1409-40-38	 55,0	 65,0	 0,4	 1,32	 40
1409-40-39	 60,0	 70,0	 0,4	 1,43	 40
1409-40-40	 65,0	 76,0	 0,4	 1,51	 40
1409-40-44	 70,0	 80,0	 0,4	 1,65	 40
1409-40-48	 75,0	 86,0	 0,4	 1,79	 40
1409-40-51	 80,0	 90,0	 0,4	 1,87	 40
1409-40-56	 90,0	 100,0	 0,4	 2,09	 40
1409-40-64	 100,0	 111,5	 0,4	 2,16	 40

Construction
Inner tube:		  EPDM
Cover:		  EPDM
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -40°C – +125°C
Design:		  Wrapped, black

Applications and characteristics
A hose suitable for cooling systems, hot water, glycol etc. Also suitable for 
some chemicals.
 
Product group: 	140



PRODUCT CATALOGUE 65

CHAPTER 1:4 INDUSTRIAL HOSES

1:41409-50 RADIATOR FLEX, CORRUGATED COOLING HOSE

Part	 ID	 OD	 Work pr.	 Bendrad.	 Weight	 Vaccum pr.	 Length
nummer	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1409-50-10	 16,0	 24,0	 0,5	 80	 0,30	 80	 40
1409-50-12	 20,0	 28,0	 0,5	 100	 0,38	 80	 40
1409-50-14	 22,0	 30,0	 0,5	 115	 0,42	 80	 40
1409-50-16	 25,0	 35,0	 0,5	 125	 0,46	 80	 40
1409-50-18	 28,0	 35,0	 0,5	 140	 0,50	 80	 40
1409-50-20	 32,0	 40,0	 0,5	 160	 0,73	 80	 40
1409-50-22	 35,0	 43,0	 0,5	 175	 0,79	 80	 40
1409-50-24	 38,0	 46,0	 0,5	 190	 0,84	 80	 40
1409-50-30	 45,0	 54,0	 0,5	 225	 0,98	 80	 40
1409-50-32	 50,0	 60,0	 0,5	 250	 1,08	 80	 40
1409-50-38	 55,0	 65,0	 0,5	 275	 1,18	 80	 40
1409-50-44	 70,0	 80,0	 0,5	 350	 1,47	 80	 40
1409-50-56	 90,0	 102,0	 0,5	 200	 2,57	 80	 40

Construction
Inner tube:		  Heat resistant EPDM rubber
Cover:		  Abrasion, heat and partly oil resistant rubber (CR)  
Reinforcement:		 Synthetic textile with one steel spiral
Safety factor:		  1:3
Temperature:		  -40°C – +120°C
Design:		  Corrugated, black
 
Applications and characteristics
The hose is used as a cooling hose in vehicles where there is a require-
ment for high flexibility. Its special corrugation allows hard bends without 
folding. Also used as a hot water hose in the industry.

 
Produkt group: 	140
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1509-10 BLUE SILICON HOSE

Construction
Inner tube:		  Silicon
Cover:		  Silicon
Reinforcement:		� 6-48 mm=three inlays with polyester 

51-89 mm=four inlays with polyester 
102 mm och större=five inlays with polyester

Safety factor:		  1:3
Temperature:		  -50°C – +180°C
Design:		  Smooth, blue
 
Applications and characteristics
Excellent hose for cool and heat systems in buses and trucks. 
The silicon may come into contact with oil, but should NOT be 
used as a transporter hose for petroleum products, nor in oil 
baths. 

 
Product group: 	140

1509-10-04	 6,0	 15,0	 0,88	 0,31	 1 m
1509-10-06	 10,0	 19,0	 0,83	 0,34	 1 m
1509-10-08	 13,0	 21,0	 0,79	 0,36	 1 m
1509-10-10	 16,0	 25,0	 0,75	 0,43	 1 m
1509-10-11	 18,0	 27,0	 0,67	 0,46	 1 m
1509-10-12	 19,0	 28,0	 0,66	 0,48	 1 m
1509-10-14	 22,0	 31,0	 0,61	 0,54	 1 m
1509-10-16	 25,0	 34,0	 0,58	 0,59	 1 m
1509-10-18	 28,0	 37,0	 0,57	 0,63	 1 m
1509-10-19	 30,0	 39,0	 0,55	 0,68	 1 m
1509-10-20	 32,0	 41,0	 0,53	 0,72	 1 m
1509-10-22	 35,0	 44,0	 0,51	 0,76	 1 m
1509-10-24	 38,0	 47,0	 0,49	 0,79	 1 m
1509-10-25	 40,0	 50,0	 0,48	 0,81	 1 m
1509-10-30	 45,0	 54,0	 0,47	 0,87	 1 m
1509-10-31	 48,0	 57,0	 0,33	 0,95	 1 m
1509-10-32	 51,0	 60,0	 0,37	 1,05	 1 m
1509-10-38	 55,0	 65,0	 0,31	 1,21	 1 m
1509-10-39	 60,0	 70,0	 0,27	 1,29	 1 m
1509-10-40	 64,0	 73,0	 0,23	 1,35	 1 m
1509-10-44	 70,0	 80,0	 0,22	 1,49	 1 m
1509-10-48	 76,0	 86,0	 0,21	 1,58	 1 m
1509-10-51	 80,0	 90,0	 0,18	 1,66	 1 m
1509-10-53	 83,0	 93,0	 0,17	 1,72	 1 m
1509-10-56	 89,0	 100,0	 0,15	 1,85	 1 m
1509-10-64	 102,0	 113,0	 0,13	 2,32	 1 m
1509-10-80	 127,0	 138,0	 0,11	 2,86	 1 m
1509-10-96	 152,0	 163,0	 0,09	 3,42	 1 m

Part	 ID	 OD	 Work pr.	 Weight	 Length
number	 mm	 mm	 MPa	 kg/m	
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1:4
1509-20 BLUE SILICON HOSE

Construction
Inner tube:		  Silicon
Cover:		  Silicon
Reinforcment:	 Synthetic textile
Safety factor:	 1:3
Temperature:	 -55°C – +180°C
Design:	 Smooth, blue
Applications and characteristics
Hose for heating systems on cars, buses, lorries and boats. Good aging 
quality and has very high sun, ozone, weather and wind resistance. 
Withstands boiling water and low pressure steam over a longer period of 
time. Length m/coil = 30 m

Product group: 	140

1509-20-04	 6,3	 15,0	 0,58	 0,117	 30
1509-20-06	 9,5	 18,0	 0,58	 0,234	 30
1509-20-08	 12,7	 25,0	 0,58	 0,263	 30
1509-20-10	 15,8	 26,0	 0,58	 0,298	 30
1509-20-12	 19,0	 27,0	 0,46	 0,456	 30
1509-20-14	 22,3	 31,0	 0,46	 0,568	 30
1509-20-16	 25,0	 35,0	 0,40	 0,611	 30

Artikel-	 ID	 YD	 Arb.tr.	 Vikt	 Längd
nummer	 mm	 mm	 MPa	 kg/m	 m/rulle

1509-45	 BLUE SILICON HOSE 45° 150X150 MM

Construction
Inner tube:	 Silicon
Cover:	 Silicon 
Reinforcement:	 �6-48 mm=three inlays with polyester 

51-89 mm=four inlays with polyester 
102 mm och större=five inlays with polyester

Safety factor:	 1:3
Temperature:	 -50°C – +180°C 
Design:	 Smooth, blue

Applications and characteristics
Excellent hose for cooling and heating systems in buses and trucks. The sili-
cone withstands contact with oil, but must NOT be used for oil transportation 
nor oil bath. Other dimensions are available on request.

Product group: 140

Artikel-	 ID	 YD	 Arb.tr.
nummer	 mm	 mm	 MPa

1509-45-12	 19,0	 28,0	 0,66
1509-45-16	 25,0	 34,0	 0,58
1509-45-22	 35,0	 44,0	 0,51
1509-45-24	 38,0	 47,0	 0,50
1509-45-30	 45,0	 54,0	 0,45
1509-45-32	 51,0	 61,0	 0,37
1509-45-38	 54,0	 64,0	 0,31
1509-45-39	 61,0	 71,0	 0,27
1509-45-44	 70,0	 80,0	 0,22
1509-45-48	 76,0	 86,0	 0,20



CHAPTER 1:4 INDUSTRIAL HOSES

PRODUCT CATALOGUE68

1509-90 BLUE SILICON HOSE 90° 150X150 MM

Construction
Inner tube:	 Silicon

Cover:	 Silicon

Reinforcement:	� 6-48 mm = three inlays with polyester 
51-89 mm = four inlays with polyester 
102 mm and over = five inlays with polyester

Safety factor:	 1:3

Temperature:	 -50°C – +180°C

Design:	 Smooth, blue

Applications and characteristics
Excellent hose for cool and heat systems in buses and trucks. The 
silicon may come into contact with oil, but should NOT be used as 
a transporter hose for petroleum products, nor in oil baths. 

 
Product group: 140

Part	 ID	 OD	 Work pr.
number	 mm	 mm	 MPa

1509-90-08	 12,0	 21,0	 1,0
1509-90-10	 16,0	 25,0	 0,75
1509-90-12	 19,0	 28,0	 0,66
1509-90-14	 22,0	 31,0	 0,61
1509-90-16	 25,0	 34,0	 0,58
1509-90-18	 28,0	 37,0	 0,57
1509-90-20	 32,0	 41,0	 0,53
1509-90-22	 35,0	 43,0	 0,51
1509-90-24	 38,0	 47,0	 0,50
1509-90-25	 40,0	 49,0	 0,48
1509-90-26	 42,0	 51,0	 0,47
1509-90-30	 45,0	 54,0	 0,45
1509-90-32	 51,0	 61,0	 0,37
1509-90-38	 55,0	 65,0	 0,31
1509-90-39	 60,0	 70,0	 0,27
1509-90-40	 65,0	 75,0	 0,23
1509-90-44	 70,0	 80,0	 0,22
1509-90-48	 76,0	 86,0	 0,20
1509-90-53	 85,0	 95,0	 0,17
1509-90-56	 89,0	 100,0	 0,15
1509-90-64	 102,0	 113,0	 0,13
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1:4

Part	 ID	 OD	 Work.pr	Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil	 Threads
 
1415-06-08	 13,0	 25,0	 25,0	 70	 0,46	 60	 INT-EXT
1415-06-0890	 13,0	 25,0	 25,0	 70	 0,46	 60	 EXT-EXT
1415-08-08	 13,0	 25,0	 25,0	 70	 0,46	 80	 INT-EXT
1415-08-0890	 13,0	 25,0	 25,0	 70	 0,46	 80	 EXT-EXT
1415-12-08	 13,0	 25,0	 25,0	 70	 0,46	 120	 INT-EXT
1415-12-0890	 13,0	 25,0	 25,0	 70	 0,46	 120	 EXT-EXT
1415-12-16	 25,0	 39,0	 25,0	 110	 0,86	 120	 INT-EXT
1415-12-1690	 25,0	 39,0	 25,0	 110	 0,86	 120	 EXT-EXT
1415-15-16	 25,0	 39,0	 25,0	 110	 0,86	 150	 INT-EXT
1415-15-1690	 25,0	 39,0	 25,0	 110	 0,86	 150	 EXT-EXT
1415-16-1690	 25,0	 39,0	 25,0	 110	 0,86	 160	 EXT-EXT
1415-12-20	 32,0	 48,0	 25,0	 150	 1,27	 120	 INT-EXT
1415-15-20	 32,0	 48,0	 25,0	 150	 1,27	 150	 INT-EXT
1415-18-20	 32,0	 48,0	 25,0	 150	 1,27	 180	 INT-EXT

1415 AQUASEWER, FLUSHING HOSE 250 BAR

Construction
Inner tube:		  Synthetic rubber (SBR)
Cover:		  Abrasion and weather resistant rubber (NR/NBR)
Reinforcement:		 Two layers of textile
Safety factor:	 	 1:2,5
Temperature:		  -35°C – +80°C
Design:		  Smooth, black
 
Applications and characteristics
A hose for high pressure flushing of sewers and sewage systems. Its abrasion 
proof cover and textile reinforcement make it flexible and very easy to handle. 
Pre-assembled with an internal, alternative external,  and external thread 
(BSP). Delivered with Pressure Test Certificate. 

Ferrule:		  1415-91-xx, 1415-92-xx
Product group: 	140

1419 AQUASEWER, FLUSHING HOSE THERMOPLAST 250 BAR

Part	 ID	 OD	 Work pr.	Bend rad.	 Weight	  Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1419-06-08	 13,0	 22,8	 25,0	 75	 0,29	 60
1419-08-08	 13,0	 22,8	 25,0	 75	 0,29	 80
1419-12-08	 13,0	 22,8	 25,0	 75	 0,29	 120
1419-06-12	 19,6	 30,3	 25,0	 120	 0,49	 60
1419-08-12	 19,6	 30,3	 25,0	 120	 0,49	 80
1419-12-12	 19,6	 30,3	 25,0	 120	 0,49	 120
1419-06-16	 25,9	 37,9	 25,0	 155	 0,62	 60
1419-08-16	 25,9	 37,9	 25,0	 155	 0,62	 80
1419-12-16	 25,9	 37,9	 25,0	 155	 0,62	 120

Construction
Inner tube:		  Polyethylene (PE)
Cover:		  Polyurethane (PU)
Reinforcement:		 Two braids of nylon
Safety factor:		  1:2,5
Temperature:		  -40°C – +60°C
Design:		  Smooth, blue
 
Applications and characteristics
A hose suitable for high pressure sweage systems. The hose has low 
weight compared to rubber hoses, which leads to less abrasion and 
increased flowing speed. The hose sustains 3–4 times more external abra-
sion compared to a traditional rubber hose. It is delivered pre-assembled 
with fittings according to demand. Delivered with Pressure Test Certificate. 

Ferrule:		  5119-10-xx, 5119-20-xx, 5119-30-xx
Product group: 	140
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1420 HYDROAIR, AIR PRESSURE HOSE 15 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1420-00-04	 6,0	 12,0	 1,5	 50	 0,13	 40
1420-00-05	 8,0	 14,0	 1,5	 65	 0,19	 40
1420-00-06	 10,0	 17,0	 1,5	 80	 0,22	 40
1420-00-08	 13,0	 22,0	 1,5	 105	 0,32	 40
1420-00-10	 16,0	 25,0	 1,5	 130	 0,49	 40
1420-00-12	 19,0	 28,0	 1,5	 150	 0,57	 40
1420-00-16	 25,0	 36,0	 1,5	 200	 0,79	 40
1420-00-20	 32,0	 44,0	 1,5	 320	 0,94	 40
1420-00-24	 38,0	 52,0	 1,5	 380	 1,42	 40
1420-00-32	 51,0	 65,0	 1,5	 500	 1,98	 40
1420-00-40	 63,0	 78,0	 1,5	 650	 2,42	 40
1420-00-48	 76,0	 90,0	 1,5	 750	 2,80	 40
1420-00-64	 102,0	 115,0	 1,5	 1000	 3,55	 40

Construction
Inner tube:		  Synthetic rubber (SBR)
Cover:		  Abrasion resistant synthetic rubber (SBR)
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -25°C – +70°C
Design:		  Smooth, black. Wrapped from 32 mm
 
Applications and characteristics
This air pressure hose is suitable for most applications, tools, air pressure 
units and rock drills etc. Used in engineering, mining and construction 
industries. Sustains oil mist. 

 
Product group: 	140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1421-00-04	 6	 14	 2,0	 50	 0,19	 100
1421-00-05	 8	 17	 2,0	 65	 0,23	 100
1421-00-06	 10	 19	 2,0	 80	 0,31	 100
1421-00-08	 13	 23	 2,0	 105	 0,43	 100
1421-00-10	 16	 26	 2,0	 130	 0,50	 80
1421-00-12	 19	 30	 2,0	 150	 0,64	 80
1421-00-16	 25	 37	 2,0	 200	 0,88	 50

1421 MULTIAIR, AIR PRESSURE HOSE 20 BAR

Construction
Inner tube:		  Synthetic rubber (SRB)
Cover:		  Abrasion resistant synthetic rubber (SBR/EPDM)
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -25°C – +70°C
Design:		  Smooth, black
 
Applications and characteristics
Air pressure hose for applications where there is a high demand for abra-
sion resistance and high working pressures. Suitable in engineering, min-
ing and construction industries. Sustains oil mist.

Product group: 	140
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1:41521-10 AIRCOMP, COMPRESSOR HOSE, 180°C

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1521-10-32	 51	 63	 1,0	 175	 1,70	 40
1521-10-48	 76	 90	 1,0	 270	 2,74	 40
1521-10-64	 102	 116	 1,0	 400	 4,12	 40

Construction
Inner tube:		  White, heat restistant EPR
Cover:		  EPDM
Reinforcement:		 Synthetic textile with one steel spiral
Safety factor:		  1:4
Temperature:		  -40°C – +180°C
Design:		  Wrapped, blue
 
Applications and characteristics
A hose for air connections from compressors on trucks for bulk transpor-
tation of powder products. The hose is highly pliable and sustains high 
temperatures. The cover is weather and ozone resistant.

Product group: 	140

1521-50 AIRCOMP SOFT, COMPRESSOR HOSE, 180°C

Part	 ID	 OD	 Work pr.	 Weight	 Length
number	 mm	 mm	 MPa	 kg/m	 m/coil

1521-50-48	 76	 94	 1,0	 2,63	 40
1521-50-56	 90	 108	 1,0	 3,46	 40

Construction
Inner tube:		  White, heat restistant EPR
Cover:		  Weather and ozone resistent EPDM
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -40°C – +180°C
Design:		  Wrapped, blue
 
Applications and characteristics
A hose for air connections from compressors on trucks for bulk 
transportation of powder products. The hose sustains high tem-
peratures. The cover is weather and ozone resistant.

 
Product group: 	140
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1421-32 HYDROBREATHE, RESPIRATION HOSE EN 14593, EN 14594

Part	 ID	 OD	 Work pr.	 Burst pr.	 Bend rad.	 Weight	 Length 
number	 mm	 mm	 MPa	 MPa	 mm	 kg/m	 m/coil

1421-32-04	 6	 12	 1,5	 6.0	 40	 0,10	 50
1421-32-06	 10	 16	 1,5	 6.0	 40	 0,15	 50
1421-32-08	 12,7	 19	 1,5	 6.0	 80	 0,19	 50

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 Synthetic textile
Safety factor:		  1:4
Temperature:		  -20°C – +60°C
Design:		  Smooth, blue
 
Applications and characteristics
A flexible hose for air supply in fresh air machines during sand blasting, 
painting and welding. Light, and does not crease. Anti-static < 106 Ohm/m. 
Certified according to EN 14593 and EN 14594 (replacing certification 
EN139). Not for underwater-use. 

 
Product group: 	140

1422 AIR PRESSURE HOSE PVC

Part	 ID	 OD	 Work pr. at	 Bend rad.	 Weight	 Length
number	 mm	 mm	 +20°C, MPa	 mm	 kg/m	 m/coil

1422-00-04	 6,0	 11,0	 2,0	 60	 0,085	 50
1422-00-05	 8,0	 13,0	 2,0	 80	 0,105	 50
1422-00-06	 10,0	 15,0	 2,0	 100	 0,125	 50
1422-00-08	 13,0	 18,0	 1,5	 130	 0,150	 50
1422-00-10	 16,0	 21,0	 1,4	 160	 0,185	 50
1422-00-12	 19,0	 25,0	 1,3	 190	 0,270	 50
1422-00-16	 25,0	 32,0	 0,9	 250	 0,385	 50
1422-00-20	 32,0	 39,0	 0,7	 320	 0,625	 25
1422-00-24	 38,0	 47,0	 0,6	 380	 0,775	 25
1422-00-32	 50,0	 60,0	 0,5	 510	 1,185	 25

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 Polyester
Safety factor:		  1:3
Temperature:		  -5°C – +60°C
Design:		  Smooth, transparent
 
Applications and characteristics
This hose is used for compressed air and for transportation of water. It is 
especially suitable for indoor use. Not for gasoline use. Food approved.

 
Product group: 	140



PRODUCT CATALOGUE 73

CHAPTER 1:4 INDUSTRIAL HOSES

1:41423-00 AIR PRESSURE HOSE LIGHT

Artikel-	 ID	 YD	 Arb.tr.	 Böj-rad.	 Vikt	 Längd
nummer	 mm	 mm	 MPa	 mm	 kg/m	 m/rulle

1423-00-04	 6,0	 9,0	 1,4	 28	 0,07	 30
1423-00-05	 8,0	 11,0	 1,4	 29	 0,10	 30
1423-00-06	 10,0	 13,0	 1,2	 40	 0,11	 30
1423-00-08	 12,0	 16,0	 1,1	 55	 0,16	 30

Construction
Inner tube:	 PVC
Cover:	 PVC
Reinforcement:	 Synthetic textile
Safety factor:	 1:4
Temperature:	 -15°C – +60°C
Design:	 Metalic blue
Applications and characteristics
Light and flexible hose specifically designed for air tools. Especially suit-
able for indoor use.
Product group: 	140

1424 AIR PRESSURE HOSE PVC 20 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1424-00-04	 6,3	 11,0	 2,0	 45	 0,08	 50
1424-00-05	 8,0	 13,0	 2,0	 56	 0,10	 50
1424-00-06	 10,0	 15,5	 2,0	 70	 0,14	 50
1424-00-08	 12,7	 19,0	 2,0	 89	 0,20	 50
1424-00-10	 16,0	 23,0	 2,0	 112	 0,27	 50
1424-00-12	 19,0	 26,5	 2,0	 133	 0,33	 50
1424-00-16	 25,0	 33,5	 2,0	 175	 0,48	 50

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 Polyester
Safety factor:		  1:3
Temperature:		  -15°C – +60°C
Design:		  Smooth, beige
 
Applications and characteristics
Quality hose for compressed air tools. Extremely flexible, weather resist-
ant and durable. The hose is easy to handle even at low temperatures. 
 
Product group: 	140
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1424-10 AIR PRESSURE HOSE PVC 40 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1424-10-04	 6,3	 12,5	 4,0	 44	 0,12	 50
1424-10-06	 10,0	 17,0	 4,0	 70	 0,20	 50
1424-10-08	 12,0	 20,0	 4,0	 84	 0,26	 50
1424-10-10	 16,0	 24,0	 4,0	 112	 0,32	 50
1424-10-12	 19,0	 28,0	 4,0	 133	 0,40	 50
1424-10-16	 25,0	 35,0	 4,0	 175	 0,61	 50

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 Braid of textile
Safety factor:		  1:3
Temperature:		  -15°C – +60°C
Design:		  Smooth, blue

Applications and characteristics
A flexible PVC hose for high air pressures. Used in the industry and agri-
culture. 
 
Product group: 	140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1424-20-04	 6,3	 11,0	 1,5	 45	 0,08	 50
1424-20-05	 8,0	 13,0	 1,5	 56	 0,10	 50
1424-20-06	 10,0	 15,5	 1,5	 70	 0,14	 50
1424-20-08	 12,7	 19,0	 1,5	 89	 0,20	 50
1424-20-10	 16,0	 23,0	 1,5	 112	 0,27	 50
1424-20-12	 19,0	 26,5	 1,5	 133	 0,33	 50
1424-20-16	 25,0	 33,5	 1,5	 175	 0,49	 50

1424-20 AIR PRESSURE HOSE PVC 15 BAR

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 Polyester fibre
Safety factor:		  1:4
Temperature:		  -20°C – +60°C
Design:		  Smooth, light blue with matt finish
 
Applications and characteristics
A very light, flexible and cold resistant hose for compressed air units 
and tools such as jack hammers, griding machines, breakers, riveters, 
air chisels ect. This hose is used within mechanical mining and con-
struction industries. It is also suitable for water. Resistant to oil mist.

 
Product group: 	140
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Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1424-30-04	 6	 10,0	 2,0	 20	 0,07	 100
1424-30-05	 8	 12,0	 2,0	 22	 0,11	 60
1424-30-06	 10	 15,0	 2,0	 38	 0,13	 50
1424-30-08	 13	 19,0	 2,0	 55	 0,20	 30
1424-30-10	 16	 23,0	 2,0	 60	 0,25	 25

1424-30 UNIVERSAL PU HOSE 20 BAR

Construction
Inner tube:		  PU
Cover:		  PVC/NBR
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -15°C – +60°C
Design:		  Smooth, green
 
Applications and characteristics
A very light hose, only 2/3 of a conventional PVC or rubber hose. It is very 
flexible and has a high ozone resistance. It is also resistant towards lubri-
cates, oils and non-aggressive chemicals. Well suited for pneumatic tools 
and sandblasting. Food quality. 

 
Product group: 	140

1425 MANTEX, AIR PRESSURE HOSE, LAY-FLAT

Part	 ID	 OD	 Work pr.	 Weight	 Length
number	 mm	 mm	 MPa	 kg/m	 m/coil

1425-00-12	 20	 25	 2,0	 0,17	 60
1425-00-16	 25	 31	 2,0	 0,24	 60
1425-00-24	 38	 43	 1,2	 0,39	 60
1425-00-32	 51	 56	 1,2	 0,56	 60
1425-00-40	 65	 71	 1,0	 0,70	 60
1425-00-48	 76	 83	 1,0	 0,90	 60

Construction
Inner tube:		  Abrasion and oil resistant PVC/NBR
Cover:		  Abrasion and oil resistant PVC/NBR
Reinforcement:		 Synthetic textile
Safety factor:		  1:5
Temperature:		  -30°C – +75°C
Design:		  Lay-flat, smooth, black
 
Applications and characteristics
Air pressure hose designed for construction sites where low weight is ap-
preciated. The hose sustains a lot of external abrasion and can be stored 
laying flat. Can be delivered in lengths of up to 200 meters.

 
Product group: 	140
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1425-00-1690 FLATAIR, AIR PRESSURE HOSE, LAY-FLAT 20 BAR

Construction
Inner tube:		  Abrasion and oil resistant PVC/NBR
Cover:		  Abrasion and oil resistant PVC/NBR
Reinforcement:		 Synthetic textile
Safety factor:		  1:5
Temperature:		  -30°C – +75°C
Design:		  Lay-flat, smooth, yellow
 
Applications and characteristics
Air pressure hose designed for construction sites where low weight is ap-
preciated. The hose sustains a lot of external abrasion and can be stored 
laying flat. Can be delivered in lengths of up to 200 meters.

 
Product group: 	140

Part	 ID	 OD	 Work pr.	 Weight	 Length
number	 mm	 mm	 MPa	 kg/m	 m/coil

1425-00-1690	 25	 31	 2,0	 0,24	 60

1425-80 MULTIDRILL, AIR PRESSURE HOSE PU 35 BAR, LAY-FLAT

Part	 ID	 OD	 Work pr.	 Weight	 Length
number	 mm	 mm	 MPa	 kg/m	 m/coil

1425-82-32	 51	 60	 3,5	 0,83	 20
1425-84-32	 51	 60	 3,5	 0,83	 40

Construction
Inner tube:		  Abrasion and oil resistant PU
Cover:		  Abrasion and oil resistant PU
Reinforcement:		 Synthetic textile
Safety factor:		  1:5
Temperature:		  -50°C – +100°C
Design:		  Lay-flat, smooth, orange with Hydroscand lable
 
Applications and characteristics
Air pressure hose designed for construction sites (well drilling) 
where low weight is appreciated. Due to the PU-design, the hose 
sustains an extreme amount of external abrasion and can be stored 
laying flat. 

 
Product group: 	140
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1:4
1426 AIRBRAKE SAE J1402-A, BRAKE HOSE

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1426-00-09	 9,5	 19,0	 1,0	 89	 0,30	 40
1426-00-12	 12,7	 22,2	 1,0	 102	 0,37	 40
1426-00-14	 14,5	 24,5	 1,0	 114	 0,43	 40

Construction
Inner tube:		  NBR/SBR
Cover:		  CR
Reinforcement:		 Textile
Safety factor:		  1:6,21
Temperature:		  -40°C – +93°C
Design:		  Smooth, black
 
Applications and characteristics
Brake hose for vehicles and pneumatic systems. Manufactured according to  
SAE J14002-A.

 
Product group: 	140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1426-10-11	 11	 18	 1,0	 70	 0,22	 40
1426-10-13	 13	 25	 1,0	 100	 0,49	 40

1426-10 AIRBRAKE DIN 74310, BRAKE HOSE

Construction
Inner tube:		  EPDM
Cover:		  EPDM
Reinforcement:		 Synthetic textile
Safety factor:		  1:2,5
Temperature:		  -40°C – +70°C
Design:		  Smooth, black

Applications and characteristics
Brake hose for vehicles and pneumatic systems. Manufactured according to 
DIN 74310 

Product group: 	140
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Part	 ID	 OD	 Length
number	 mm	 mm	 m/coil

1429-02-04	 2	 4	 100
1429-03-05	 3	 5	 50
1429-04-06	 4	 6	 100
1429-04-07	 4	 7	 50
1429-05-08	 5	 8	 50
1429-05-09	 5	 9	 50
1429-06-09	 6	 9	 50
1429-08-11	 8	 11	 50
1429-08-12	 8	 12	 50
1429-09-12	 9	 12	 50
1429-09-13	 9	 13	 50
1429-11-15	 11	 15	 50
1429-12-15	 12	 15	 50
1429-12-17	 12	 17	 50
1429-19-23	 19	 23	 50

1429 PVC HOSE, TRANSPARENT

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 None
Temperature:		  -10°C – +60°C
Design:		  Smooth, transparent, 75° shore
 
Applications and characteristics
A PVC hose with no reinforcement designed for transportation 
of water and air. Other dimensions are available on request.
 
Product group: 	140

Part	 ID	 OD	 Length
number	 mm	 mm	 m/coil

1529-04-06	 4	 6	 25
1529-04-07	 4	 7	 25
1529-04-08	 4	 8	 25
1529-05-08	 5	 8	 25
1529-06-09	 6	 9	 25
1529-06-10	 6	 10	 25
1529-07-11	 7	 11	 25
1529-08-12	 8	 12	 25
1529-08-14	 8	 14	 25
1529-10-14	 10	 14	 25
1529-10-16	 10	 16	 25
1529-12-16	 12	 16	 25
1529-15-21	 15	 21	 25
1529-20-27	 20	 27	 25

1529 TRANSPARENT SILICON HOSE

Construction
Inner tube:	 Silicon
Reinforcement:	 None
Temperature:	 -50°C-+200°C

Applications and characteristics
Unreinforced silicon hose suitable for air pressure, water, 
food and beverage and alcohol up to 50 %. The hose resists 
repeated sterilisation cycles with a maximum temperatur of 
240°C, for short periods.

Product group: 	140
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1432-50 MULTIOIL, OIL PRESSURE HOSE 20 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1432-50-04	 6,0	 13,0	 2,0	 30	 0,14	 40
1432-50-05	 8,0	 15,0	 2,0	 34	 0,17	 40
1432-50-06	 10,0	 17,0	 2,0	 38	 0,19	 40
1432-50-08	 13,0	 21,0	 2,0	 45	 0,28	 40
1432-50-10	 16,0	 24,5	 2,0	 53	 0,35	 40
1432-50-12	 19,0	 28,0	 2,0	 58	 0,43	 40
1432-50-16	 25,0	 35,0	 2,0	 77	 0,62	 40

Construction
Inner tube:		  Nitrile (NBR), electric resistance
Cover:		  NBR/EPDM 
Reinforcement:		 Synthetic textile
Safety factor:		  1:4
Temperature:		  -30°C – +100°C
Design:		  Smooth, black
 
Applications and characteristics
A very good all-round hose for many applications, such as return hose for 
hydraulic systems, diesel, gasoline, unleaded gasoline and E85 fuels with 
max. content of aromatics of 30%. The cover is resistant to external oil, 
abrasion, weather and heat. Electric resistance 106 Ohm.

Product group: 	140

1430 HYDROIL, OIL PRESSURE HOSE 10 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1430-00-03	 5	 12,0	 1,0	 30	 0,11	 40
1430-00-04	 6	 13,0	 1,0	 35	 0,14	 40
1430-00-05	 8	 15,0	 1,0	 40	 0,17	 40
1430-00-06	 10	 17,0	 1,0	 45	 0,20	 40
1430-00-08	 13	 20,0	 1,0	 50	 0,26	 40
1430-00-10	 16	 24,0	 1,0	 60	 0,32	 40
1430-00-12	 19	 27,0	 1,0	 65	 0,40	 40
1430-00-16	 25	 35,0	 1,0	 80	 0,62	 40

Construction 
Inner tube:		  NBR
Cover:		  NBR
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -20°C – +80°C
Design:		  Smooth, black
 
Applications and characteristics
Return hose for hydraulic systems, farm tanks, diesel, mineral oils, gaso-
line and unleaded gasoline. Also suitable for water, lubricants etc. This 
hose has an antistatic synthetic rubber cover.  
For larger dimensions, see 1435.

 
Product group: 	140
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Part 	 ID	 OD	 Work pr.	 Burst pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 MPa	 mm	 kg/m	 m/coil

1432-30-02	 4,0	 14,0	 1,0	 3,4	 25	 0,19	 50
1432-30-03	 5,0	 15,0	 1,0	 3,4	 30	 0,20	 50
1432-30-04	 6,0	 16,0	 1,0	 3,4	 35	 0,24	 50
1432-30-05	 8,0	 18,0	 1,0	 3,4	 50	 0,28	 50
1432-30-06	 10,0	 20,0	 1,0	 3,4	 60	 0,28	 50
1432-30-08	 12,5	 22,0	 1,0	 2,5	 75	 0,35	 50
1432-30-10	 16,0	 26,0	 1,0	 2,5	 100	 0,46	 50
1432-30-12	 19,0	 29,0	 1,0	 2,5	 115	 0,53	 50
1432-30-16	 25,0	 35,0	 1,0	 2,5	 150	 0,66	 50

1432-30 YACHTOIL SW, MARINE FUEL HOSE ISO 7840

Construction
Inner tube:		  Nitril (NBR)
Cover:		  Oil, fire and weather resistant rubber (CR)
Reinforcement:		 Synthetic textile
Safety factor:		  See table below
Temperature:		  -20°C – +80°C
Design:		  Smooth, black

Applications and characteristics
A very flexible fuel hose that is resistant to gasoline, unleaded gasoline and diesel. 
The hose is manufactured according to SS-EN ISO 7840 A1 regarding flame resistance 
and permeability. This means that it can sustain 2,5 minutes in open fire without leak-
ing. For larger dimensions, see 1432-31. 

Product group: 	140

CertificateCertificate

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/bobbin

1432-10-02	 3,0	 7,0	 1,0	 27	 0,06	 15
1432-10-02S	 4,0	 9,0	 1,0	 30	 0,07	 15
1432-10-03S	 5,0	 10,0	 1,0	 40	 0,08	 15
1432-10-04S	 6,0	 13,0	 1,0	 55	 0,14	 15
1432-10-05	 7,5	 14,5	 1,0	 63	 0,14	 15
1432-10-05S	 7,5	 14,5	 1,0	 65	 0,15	 15
1432-10-06S	 10,0	 16,0	 1,0	 75	 0,16	 10

1432-10 AUTOOIL, FUEL HOSE

Construction
Inner tube:		  Nitril (NBR)
Cover:		  Oil and gasoline resistant rubber
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -30°C – +100°C
Design:		  Smooth (S), black/textile coated cover
 
Applications and characteristics
This hose is resistant to leaded and unleaded gasoline and diesel. It is 
suitable for engine aggregates. The hose is delivered on bobbins. Hose 
stands can be ordered with part number 1432-10-00.

 
Product group: 	140
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1533 OIL SUCTION AND PRESSURE HOSE PVC

Construction
Inner tube:		  PVC/NBR
Cover:		  PVC/NBR
Reinforcement:		 Embedded spiral, PVC
Safety factor:		  1:3
Temperature:		  -25°C – +60°C
Design:		  Lightly corrugated, blue, internally smooth
 
Applications and characteristics
A super elastic oil resistant suction and pressure hose for paraffins, grease oils, 
mineral based hydraulic oils, diesel, sludge and water etc. Low weight and very 
flexible. Also available in antistatic design, see 1533-10. 

Product group: 140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1533-00-12	 19,0	 26,0	 0,80	 100	 0,50	 90	 50
1533-00-16	 25,0	 34,0	 0,80	 100	 0,60	 90	 50
1533-00-20	 32,0	 41,0	 0,70	 150	 0,70	 90	 50
1533-00-24	 38,0	 48,0	 0,70	 180	 0,80	 90	 50
1533-00-32	 51,0	 61,0	 0,70	 200	 1,20	 90	 50
1533-00-40	 63,0	 75,0	 0,60	 230	 1,65	 90	 50
1533-00-48	 76,0	 88,0	 0,60	 250	 2,00	 90	 50
1533-00-64	 102,0	 116,0	 0,40	 350	 3,30	 90	 50

1432-31 YACHTOIL SW, MARINE FUEL HOSE ISO 7840

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1432-31-20	 32,0	 41,0	 0,50	 160	 0,845	 61
1432-31-24	 38,0	 48,0	 0,50	 190	 1,183	 61
1432-31-32	 50,0	 61,0	 0,50	 250	 1,620	 61
1432-31-38	 55,0	 67,0	 0,50	 305	 1,185	 61
1432-31-40	 63,0	 76,0	 0,50	 320	 2,340	 61
1432-31-48	 76,0	 88,0	 0,25	 760	 2,10	 20

Construction
Inner tube:		  Nitril (NBR)
Cover:		  Oil, fire and weather resistant rubber (CR)
Reinforcement:		 Synthetic textile
Safety factor:		  1:8
Temperature:		  -20°C – +80°C
Design:		  Wrapped, black
 
Applications and characteristics
This hose is manufactured according to SS-EN ISO 7840 A1 regarding 
flame resistance and permeability. This means that it can sustain 2,5 min-
utes in open fire without leaking. It is used as a fuel refill hose on smaller 
boats. 

Product group: 	140

CertificateCertificate
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Certificate

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1434-00-16	 25,0	 35,0	 0,3	 150	 0,78	 40
1434-00-20	 32,0	 42,0	 0,3	 190	 0,94	 40
1434-00-24	 38,0	 48,0	 0,3	 230	 1,09	 40
1434-00-30	 45,0	 55,0	 0,3	 270	 1,27	 40
1434-00-32	 50,0	 60,0	 0,3	 300	 1,41	 40
1434-00-38	 55,0	 65,0	 0,3	 330	 1,53	 40
1434-00-40	 63,5	 73,5	 0,3	 380	 1,86	 40
1434-00-48	 76,0	 86,0	 0,3	 460	 2,25	 20
1434-00-56	 90,0	 100,0	 0,3	 540	 2,67	 20
1434-00-64	 102,0	 112,0	 0,3	 610	 3,02	 20

1434 EXMARIN, EXHAUST GAS/MARINE REFILL HOSE

Construction
Inner tube:		  Oil resistant synthetic rubber (NBR)
Cover:		  Oil resistant synthetic rubber (NBR/SBR)
Reinforcement:		 Synthetic textile with a steel spiral
Safety factor:		  1:3
Temperature:		  -30°C – +100°C
Design: 		  Wrapped, black
 
Applications and characteristics
The hose is suitable for exhaust gas and refill for boats. It 
fulfils the requirements of Nordic Boat Standard and the Norsk 
Veritas according to 94/25EC and ISO 7840A1. This means 
that it can sustain 2,5 minutes in open fire without leaking. It 
is also CE branded.

Product group: 	140

CertificateCertificate

1533-10 OIL SUCTION AND PRESSURE HOSE PVC, ANTISTATIC

Construction
Inner tube:		  PVC/NBR
Cover:		  PVC/NBR
Reinforcement:		 Embedded spiral, PVC
Safety factor:		  1:3
Temperature:		  -25°C – +60°C
Design:		  Lightly corrugated, blue with longitudal antistatic braid,		
		  internally smooth

Applications and characteristics
A super elastic oil resistant suction and pressure hose for paraffins, grease oils, 
mineral based hydraulic oils, diesel, sludge and water etc. The hose has a longi-
tudal antistatic copper braid. Low weight and very flexible. 
 
Product group: 140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1533-10-32	 51,0	 61,0	 0,70	 200	 1,20	 90	 50
1533-10-40	 63,0	 75,0	 0,60	 230	 1,65	 90	 50
1533-10-48	 76,0	 88,0	 0,50	 250	 2,00	 90	 50
1533-10-64	 102,0	 114,0	 0,43	 350	 3,25	 90	 30
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Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1435-00-14	 22,0	 32,0	 1,0	 165	 0,80	 40
1435-00-16	 25,0	 35,0	 1,0	 250	 0,61	 40
1435-00-18	 28,0	 38,0	 1,0	 240	 0,98	 40
1435-00-20	 32,0	 45,0	 1,0	 320	 1,05	 40
1435-00-24	 38,0	 51,0	 1,0	 380	 1,21	 40
1435-00-26	 42,0	 56,0	 1,0	 340	 1,55	 40
1435-00-32	 50,0	 64,0	 1,0	 500	 1,67	 40
1435-00-40	 63,5	 79,0	 1,0	 650	 2,17	 40
1435-00-48	 75,0	 91,0	 1,0	 750	 2,71	 40
1435-00-64	 100,0	 116,0	 1,0	 820	 2,92	 40

1435 TANKOIL SW, GAS TRUCK HOSE 10/20 BAR, ANTISTATIC WIRE

Construction
Inner tube:		  NBR
Cover:		  NBR/SBR
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -35°C – +80°C
Design:		  Wrapped, black

Applications and characteristics
The hose is designed to be used for transportation of petroleum products 
with no more than 50% aromatic contents. Good to use on gas trucks, as 
well as on refineries. Equipped with an antistatic wire.

 
Product group: 	140

1434-70 MARINE EXHAUST GAS HOSE SAE J2006	

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1434-70-20	 30,0	 40,0	 0,40	 48	 0,45	 40
1434-70-24	 40,0	 50,0	 0,40	 60	 0,69	 40
1434-70-28	 45,0	 55,0	 0,40	 68	 0,75	 40
1434-70-32	 51,0	 61,0	 0,40	 78	 0,85	 40
1434-70-35	 57,0	 67,0	 0,30	 86	 0,95	 40
1434-70-39	 60,0	 70,0	 0,30	 90	 1,00	 40
1434-70-40	 65,0	 73,0	 0,30	 95	 1,10	 40
1434-70-48	 76,0	 87,0	 0,30	 115	 1,25	 40
1434-70-56	 90,0	 101,0	 0,20	 135	 1,68	 40
1434-70-64	 102,0	 112,0	 0,20	 155	 2,42	 20
1434-70-69	 110,0	 122,0	 0,20	 167	 2,90	 20
1434-70-80	 127,0	 139,0	 0,20	 190	 3,32	 20
1434-70-96	 152,0	 165,0	 0,20	 230	 5,03	 20
1434-72-03	 203,0	 218,0	 0,20	 305	 8,56	 20

Construction
Inner tube:		  EPDM
Cover:		  EPDM
Reinforcement:		 Synthetic textile with a steel spiral
Safety factor:		  1:3
Temperature:		  -30°C – +120°C
Design:		  Corrugated, black
 
Applications and characteristics
Marine diesel and exhaust hose according to SAE J2006 R1 and R2. Resist-
ent to water, wet exhaust gases, ozone and UV-abrasion. Low weight with 
corrugated cover. The steel spiral and the design of the hose make it very 
flexible. 

Approved by Lloyds Register of Shipping, certificate number 02/00029.

Product group: 	140
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1469-20 GAS TRUCK HOSE EN12115, 16 BAR, ANTISTATIC WIRE

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1469-20-16	 25,0	 37,0	 1,6	 150,0	 0,80	 90	 40
1469-20-20	 32,0	 44,0	 1,6	 200,0	 0,98	 90	 40
1469-20-24	 38,0	 51,0	 1,6	 230,0	 1,14	 90	 40
1469-20-32	 51,0	 65,0	 1,6	 300,0	 1,69	 90	 40

Construction
Inner tube:		  NBR
Cover:		  CR
Reinforcement:		 Textile and steel spiral
Safety factor:		  1:4
Temperature:		  -30°C – + 80°C
Design:		  Wrapped, black
 
Applications and characteristics
Gas truck hose fulfilling the requirements according to EN12115. The hose is 
designed to be used with petroleum products with no more than 55% aromatic 
contents. Designed with textile reinforcement with a twin spiral and two antistatic 
wires. Electric resistance: <106 Ohm. Vaccum = 90%. Oil, weather and abrasion 
resistant cover.

Product group: 	140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1439-00-20	 32,0	 44,0	 1,0	 190	 1,13	 80	 40
1439-00-24	 38,0	 50,0	 1,0	 230	 1,31	 80	 40
1439-00-32	 50,0	 65,0	 1,0	 300	 2,07	 80	 40
1439-00-40	 63,0	 79,0	 1,0	 380	 2,71	 80	 40
1439-00-48	 75,0	 91,0	 1,0	 450	 3,26	 80	 40
1439-00-64	 100,0	 116,0	 1,0	 600	 4,76	 80	 40

1439 TANKOIL HW, TRUCK HOSE WITH SPIRAL 10 BAR, ANTISTATIC WIRE

Construction
Inner tube:		  NBR
Cover:		  NBR/SBR
Reinforcement:		 Synthetic textile with spiral
Safety factor:		  1:4
Temperature:		  -35°C – +80°C
Design:		  Wrapped, black
 
Applications and characteristics
The hose is designed to be used for suction and pressure lines with petroleum 
products with no more than 50% aromatic contents, e.g. gas trucks, tank 
wagons and refineries. The strong design makes it usable in demanding environ-
ments and low temperatures. Electric resistance: <106 Ohm.

Product group: 	140
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1436 COOLOIL, OIL COOLING HOSE

Part	 NW	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number		  mm	 mm	 MPa	 mm	 kg/m	 m/coil

1436-00-02	  2	 4,0	 10,0	 7,5	 30	 0,15	 20
1436-00-04	  4	 6,0	 12,0	 6,5	 40	 0,20	 20
1436-00-06	  6	 8,0	 14,0	 5,5	 50	 0,23	 20
1436-00-08	  8	 9,5	 15,5	 5,0	 60	 0,25	 20
1436-00-10	 10	 12,0	 19,0	 6,0	 70	 0,33	 20
1436-00-13	 13	 15,0	 23,0	 4,0	 90	 0,50	 20
1436-00-16	 16	 18,0	 26,0	 3,5	 110	 0,65	 20
1436-00-20	 20	 22,0	 31,0	 3,3	 120	 0,71	 20
1436-00-25	 25	 25,0	 34,0	 3,3	 140	 0,85	 20

Construction
Inner tube:		  Nitrile (NBR)
Cover:		  Chloroten (CM)
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -40°C - +140°C
Design:		  Smooth, black
 
Applications and characteristics
Oil cooling hose for engines and installations. Suitable for oil and glycol mix-
tures. For fittings, see chapter 5:0.

Product group: 	140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1550-00-32	 50,0	 64,0	 1,5	 200	 1,95	 90	 40
1550-00-48	 75,0	 90,0	 1,5	 300	 2,95	 90	 40

1550 ASPHALT, TAR AND MINERAL SUCTION HOSE 15 BAR

Construction
Inner tube:		  Oil resistant rubber (NBR)
Cover:		  Abrasion, ozone and oil resistant rubber (NBR), 
		  pin-pricked  
Reinforcement:		 Braided textile reinforcement with steel spiral
Safety factor:		  1:4
Temperature:		  -40°C – +200°C
Design:		  Wrapped, black
 
Applications and characteristics
A venerable asphalt hose for hot asphalt and tar. It is also suitable for transpor-
tation of mineral oil products (max +80°C). 

Product group: 	140
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Part	 NW	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number		  mm	 mm	 MPa	 mm	 kg/m	 m/coil

1437-00-02	  2	 3,5	 8,5	 3,2	 25	 0,13	 20
1437-00-03	  3	 4,5	 9,5	 3,0	 25	 0,15	 20
1437-00-04	  4	 5,5	 10,5	 3,0	 25	 0,19	 20
1437-00-06	  6	 7,5	 12,5	 2,4	 30	 0,22	 20
1437-00-08	  8	 9,5	 15,0	 2,0	 40	 0,25	 20
1437-00-10	 10	 11,0	 17,5	 2,0	 45	 0,29	 20
1437-00-13	 13	 14,0	 21,5	 1,8	 50	 0,37	 20
1437-00-16	 16	 17,5	 26,0	 1,4	 70	 0,48	 20
1437-00-20	 20	 20,5	 32,0	 1,4	 90	 0,55	 20

1437 RAGOIL, FUEL HOSE

Construction
Inner tube:		  Oil resistant rubber
Cover:		  Oil resistant rubber, one outer braid of steel
Safety factor:		  1:2,5
Temperature:		  -40°C – +80°C
Design:		  Metal reinforcement
 
Applications and characteristics
The hose is designed for oil and diesel pipes, and also to be used as a lubri-
cation oil hose. It does not sustain unleaded gasoline. For fuel fittings, see 
chapter 5:0. 

Product group: 	140

1436-50 MATHILDA P.T.F.E. ISO 7840A1

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	
number	 mm	 mm	 MPa	 mm	 kg/m	

1436-50-04	 6,4	 12,2	 15,0	 38	 0,17
1436-50-06	  9,5	 15,5	 10,0	 64	 0,23

Construction
Inner tube:		  Smooth P.T.F.E. (Teflon ®)
Cover:		  CSM
Reinforcement:		 One braid of stainless steel wire
Safety factor:		  1:4
Temperature:		  -60°C – + 250°C (-40°C – + 150°C)*
Design:		  Wrapped, black

Applications and characteristics
A hose for demanding environments where high temperature, high pres-
sure, chemical resistance and elastic characteristics are required. Excellent 
for e.g. paint, fuels, hydraulic oils and food. Age resistant. The inner tube 
is not an active conductor. Stainless reinforcement according to AISI 304. 
Fulfils the requirements of ISO 7840A1.

Ferule:		  4200-15-xx
Product group: 	140
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Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1438-60-08	  13,0	 22,0	 0,5	 60	 0,32	 50	 40
1438-60-10	  16,0	 24,0	 0,5	 65	 0,39	 50	 40
1438-60-12	  19,0	 27,0	 0,5	 70	 0,42	 50	 40
1438-60-14	  22,0	 31,0	 0,5	 75	 0,49	 50	 40
1438-60-16	  25,0	 34,0	 0,5	 90	 0,55	 50	 40
1438-60-18	 28,0	 32,0	 0,5	 100	 0,59	 50	 40
1438-60-20	 32,0	 41,0	 0,5	 110	 0,65	 50	 40
1438-60-22	 35,0	 43,0	 0,5	 125	 0,70	 50	 40
1438-60-24	 38,0	 46,0	 0,5	 135	 0,74	 50	 40
1438-60-26	 42,0	 50,0	 0,5	 140	 0,80	 50	 40
1438-60-30	 45,0	 53,0	 0,5	 145	 0,86	 50	 40
1438-60-32	 51,0	 60,0	 0,5	 170	 1,00	 50	 40
1438-60-36	 58,0	 66,0	 0,5	 200	 1,38	 50	 40
1438-60-40	 63,5	 72,0	 0,5	 260	 1,52	 50	 40
1438-60-44	 70,0	 79,0	 0,5	 300	 1,75	 50	 40
1438-60-48	 76,0	 85,0	 0,5	 370	 1,99	 50	 40
1438-60-64	102,0	 114,0	 0,5	 520	 2,72	 50	 40
1438-60-80	127,0	 144,0	 0,5	 680	 4,08	 50	 40

1438-60 MULTIFLEX RETURN AND SUCTION HOSE

Construction
Inner tube:		  Oil resistant rubber
Cover:		  Abrasion, oil and weather resistant corrugated 
		  CR rubber
Safety factor:		  1:3
Temperature:		  -30°C – +120°C
Design:		  Corrugated, black with orange stripe
 
Applications and characteristics
Suction and pressure hose for oil and gasoline with no more than 55% aro-
matic contents. The hose is corrugated which is a very good solution where 
there is a need for a flexible hose.

 
Product group: 	140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1438-00-10	 15,0	 25,0	 2,1	 80	 0,50	 90	 40
1438-00-12	 19,0	 30,0	 2,1	 120	 0,63	 90	 40
1438-00-14	 22,0	 32,0	 1,7	 130	 0,70	 90	 40
1438-00-16	 25,0	 36,0	 1,7	 145	 0,79	 90	 40
1438-00-20	 32,0	 43,0	 1,4	 195	 0,97	 90	 40
1438-00-24	 38,0	 50,0	 1,0	 250	 1,27	 90	 40
1438-00-26	 42,0	 54,0	 0,8	 275	 1,40	 90	 40
1438-00-32	 50,0	 62,0	 0,7	 300	 1,60	 90	 40
1438-00-39	 60,0	 74,0	 0,4	 350	 2,35	 90	 40
1438-00-40	 63,0	 76,0	 0,4	 355	 2,41	 90	 40
1438-00-48	 76,0	 90,0	 0,4	 455	 3,15	 90	 40
1438-00-64	 102,0	 116,0	 0,2	 610	 4,40	 90	 40

1438 R-FOUR, RETURN AND SUCTION HOSE SAE 100 R4

Construction
Inner tube:		  Oil resistant synthetic rubber
Cover:		  Weather and oil resistant rubber (SBR)
Reinforcement:		 Two weave inlays and one spiral
Safety factor:		  1:4
Temperature:		  -40°C – +100°C
Design:		  Wrapped, black
 
Applications and characteristics
Suction and refill hose for hydraulic systems. Also suitable for low pressure 
hydraulics. The hose fulfils requirements according to SAE 100 R4.

 
Product group: 	140



CHAPTER 1:4 INDUSTRIAL HOSES

PRODUCT CATALOGUE88

1580 COMP LD

Construction
The Comp LD hose consists of a number of layers of polypropylene and poly-
ethylene films. Together with a weather and abrasion resistant cover, they are 
jointed with an external and an internal coil of spring. This construction gives 
the hose an extraordinary stability and at the same time full flexibility. When 
the lowest possible weight is needed, the hoses can be fitted with an internal and ex-
ternal spiral made of aluminium. 
Colour: Blue 
Spirals: The standard version is equipped with galvanised steel spirals (Z) internally 
and externally. Also available with aluminium (A) or polypropylene covered steel spirals 
upon request. 
Temperature: -30 C – +80 C 
Applications and characteristics 
The COMP LD hose is made for transportation of several different medias under pres-
sure as well as suction. This hose is being used in connection with loading and unload-
ing gas trucks and tank waggons on railways, as well as for transportation between dif-
ferent tanks at industries. COMP LD is 100% aromatically resistant. Electric continuity 
is achieved when the two spirals are put towards the hose’s fittings. In this way, static 
electricity is avoided. The electric resistance in an assembled hose is less than 10 Ohm, 
according to EN 13765:2003.

 
Product group: 	140

Part	 ID	 ID	 WP	 BP	 BR	 Weight ZZ	Weight AZ	 Weight AA	Length
number	 mm	 inch	 MPa	 MPa	 mm	 kg/m	 kg/m	 kg/m	 max

1580-00-24	 40	 1 1/2"	 1,0	 4,0	 85	 1,1	 0,9	 0,6	 35m
1580-00-32	 50	 2"	 1,0	 4,0	 125	 1,7	 1,3	 0,9	 35m
1580-00-40	 63	 2 1/2"	 1,0	 4,0	 150	 2,4	 1,8	 1,2	 35m
1580-00-48	 76	 3"	 1,0	 4,0	 175	 2,8	 2,1	 1,5	 35m
1580-00-51	 80	 3"	 1,0	 4,0	 180	 2,9	 2,2	 1,6	 35m
1580-00-64	 100	 4"	 1,0	 4,0	 250	 3,7	 2,9	 2,0	 35m

1581 COMP OIL 800

Construction
COMP OIL 800 is made of polypropylene with a weather proof and abrasion 
resistant Polyester/Polyvinyl chloride cover. COMP OIL 800 has, in order to 
attain a better flexibility and a longer life-span, a layer of polyiethylene, which 
also makes it gas-tight.

Colour: Dark blue
Spirals: The standard version has galvanised steel spirals internally and externally 
(ZZ).Stainless steel spirals are available upon request.
Temperature: -40°C – +100°C
Applications and characteristics 
The COMP OIL 800 hose is made for transportation of a number of different petro-
leum products under pressure as well as suction. This hose is used in connection 
with loading and unloading gas trucks and tank wagons on railways as well as for 
transportation between different tanks at industries. Especially made for distributing 
oils, gasoline, diesel, lubrication oils and paraffine. The COMP OIL 800 hose is 100% 
aromatically resistant. Electric continuity is attained when the two spirals are put 
towards the hose’s fittings. In this way, static electricity is avoided. The electrical 
resistance in an assembled hose is less than 10 Ohm, according to EN 13765:2003. 
On request, a special flame resistant version can also be delivered.

 
Product group: 	140

Part	 ID	 ID	 Work pr.	 Burst pr.	 Bend rad.	 Weight	 Length
number	 mm	 inch	 MPa	 MPa	 mm	 kg/m	 max

1581-00-12	 20,0	 3/4"	 1,5	 7,5	 50	 0,7	 35 m
1581-00-16	 25,0	 1"	 1,5	 7,5	 75	 0,8	 35 m
1581-00-20	 32,0	 1 1/4"	 1,5	 7,5	 80	 1,0	 35 m
1581-00-24	 40,0	 1 1/2"	 1,5	 7,5	 85	 1,4	 35 m
1581-00-32	 50,0	 2"	 1,5	 7,5	 125	 2,0	 35 m
1581-00-40	 65,0	 2 1/2"	 1,5	 7,5	 150	 2,8	 35 m
1581-00-48	 75,0	 3"	 1,5	 7,5	 175	 3,5	 35 m
1581-00-64	 100,0	 4"	 1,5	 7,5	 250	 4,8	 35 m
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1:41582 COMP CHEM 700
Construction
COMP CHEM 700 is made of polypropylene and polyester with a special weather 
and abrasion resistant outer cover of polyester/PVC. All layers are jointed between 
inner and outer spirals. This construction makes the hose meet the demands that 
the chemical industry have, as well as gas truck applications. 
Colour: Green 
Spirals: The standard has an internal polypropylene steel spiral and a galvanised 
outer spiral. 
Temperature: -40°C – +100°C 
Applications and characteristics 
This hose is suitable as a chemical hose with a wide resistance range. Can be 
used both as suction and pressure hose. Applications for the hose is loading and 
unloading of gas trucks and railroad cars, and also within industries in different 
processes. COMP CHEM 700 is 100% aromatically resistant. Electric continuity 
is attained when the two spirals are put towards the hose’s fittings. In this way, 
static electricity is avoided. The electrical resistance in an assembled hose is less 
than 10 Ohm, according to EN 13765:2003. On request, a special flame resistant 
version can also be delivered.

 
Product group: 	140

Part	 ID	 ID	 Work pr.	 Burst pr.	 Bend rad.	 Weight	 Length
number	 mm	 inch	 MPa	 MPa	 mm	 kg/m	 max

1582-20-12	 20,0	 3/4"	 1,5	 7,5	 50	 0,6	 35 m
1582-20-16	 25,0	 1"	 1,5	 7,5	 75	 0,7	 35 m
1582-20-20	 32,0	 1 1/4"	 1,5	 7,5	 80	 0,9	 35 m
1582-20-24	 40,0	 1 1/2"	 1,5	 7,5	 85	 1,2	 35 m
1582-20-32	 50,0	 2"	 1,5	 7,5	 125	 2,0	 35 m
1582-20-40	 65,0	 2 1/2"	 1,5	 7,5	 150	 2,8	 35 m
1582-20-48	 75,0	 3"	 1,5	 7,5	 175	 3,5	 35 m
1582-20-64	 100,0	 4"	 1,5	 7,5	 250	 4,5	 35 m

1583 COMP TEMP 305

Construction
COMP HITEMP 305 is built around a number of layers of P.T.F.E, 
strengthened with films especially made for high temperature applica-
tions. With an inner spiral with AISI 316 L stainless steel and with a 
weather and abrasion proof outer cover of silicone, COMP HITEMP 305 has superior 
temperature and abrasion characteristics. 
Colour: Black
Spirals: AISI 316 L stainless inner spiral. Outer spiral of galvanised steel.
Temperature: -40°C – +200°C
Applications and characteristics 
A hose that is made especially for transportation of hot oil and bitumen under suc-
tion or pressure. COMP HITEMP 305 is suitable when loading and unloading gas 
trucks, but also for fixed industrial applications. The P.T.F.E. inner tube makes the 
hose sleek internally with low friction as a result. All hoses are 100 % aromatically 
resistant, anti-static and can be used both for suction and pressure applications. 
The electrical resistance in an assembled hose is less than 10 Ohm, according to EN 
13765:2003.

 
Product group: 	140

Part	 ID	 ID	 Work pr.	 Burst pr.	 Bed rad.	 Weight	 Length
number	 mm	 inch	 MPa	 MPa	 mm	 kg/m	 max

1583-10-12	 20,0	 3/4"	 1,5	 7,5	 150	 1,1	 35 m
1583-10-16	 25,0	 1"	 1,5	 7,5	 200	 1,2	 35 m
1583-10-20	 32,0	 1 1/4"	 1,5	 7,5	 200	 1,6	 35 m
1583-10-24	 40,0	 1 1/2"	 1,5	 7,5	 200	 2,0	 35 m
1583-10-32	 50,0	 2"	 1,5	 7,5	 225	 2,9	 35 m
1583-10-40	 65,0	 2 1/2"	 1,5	 7,5	 225	 3,8	 35 m
1583-10-48	 75,0	 3"	 1,5	 7,5	 300	 4,7	 35 m
1583-10-64	 100,0	 4"	 1,5	 7,5	 400	 6,9	 35 m
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1584 COMP P.T.F.E. 300

Construction
COMP P.T.F.E. 300 is built around a number of layers of P.T.F.E with inner 
and outer spirals of stainless steel. The outer tube is made of a weather 
and abrasion resistant polyester/polyvinyl chloride. The hose has a good 
weather and ozone survivability. COMP P.T.F.E. 300 is an excellent hose that 
can be used as an allround hose with a smaller number of hoses and a longer 
life span. 
Colour: Red 
Spirals: Stainless inner and outer spirals. 
Temperature: -40°C – +120°C 
Applications and characteristics 
Especially made for use as a universal hose for transportation of a wide spectra 
of aggressive medias. The hose is suitable when loading and unloading gas 
trucks and railroad cars as well as within the industry in different processes. 
Electric continuity is attained when the two spirals are put towards the hose’s 
fittings. In this way, static electricity is avoided. The electric resistance in an 
assembled hose is smaller than 10 Ohm, according to EN 137. On request, a 
special flame resistant version can also be delivered.

 
Product group: 	140

Part	 ID	 ID	 Work pr.	 Burst pr.	 Bend rad.	 Weight	 Length
number	 mm	 inch	 MPa	 MPa	 mm	 kg/m	 max

1584-11-12	 20,0	 3/4"	 1,5	 7,5	 50	 0,8	 35 m
1584-11-16	 25,0	 1"	 1,5	 7,5	 75	 0,9	 35 m
1584-11-20	 32,0	 1 1/4"	 1,5	 7,5	 80	 1,0	 35 m
1584-11-24	 40,0	 1 1/2"	 1,5	 7,5	 85	 1,4	 35 m
1584-11-32	 50,0	 2"	 1,5	 7,5	 125	 2,0	 35 m
1584-11-40	 65,0	 2 1/2"	 1,5	 7,5	 150	 3,2	 35 m
1584-11-48	 75,0	 3"	 1,5	 7,5	 175	 3,6	 35 m
1584-11-64	 100,0	 4"	 1,5	 7,5	 250	 5,0	 35 m

1585 COMP CHEM LD GAS RETURN

Construction
The COMP LD hose consists of a number of layers polypropyl-
ene and polythylene films. Together with a weather and abrasion 
resistant outer cover, they are jointed with an external and an 
internal coil of spring. This construction gives the hose an excep-
tional stability and at the same time maximum flexibility. When the 
lowest possible weight is needed, the hoses can be equipped with 
spirals of aluminium. 
Colour: Orange 
Spirals: The standard version has galvanised steel spirals (Z) in-
ternally and externally. Also available with spirals of aluminium (A) 
or polypropylene coated steel spirals, on request. 
Temperature: -40°C – +80°C 
Applications and characteristics 
A special hose for gas recycling on gas trucks and related indus-
tries. The COMP LD hose is 100% aromatically resistant. Electric 
continuity is attained when the two spirals are put towards the 
hose’s fittings. In this way, static electricity is avoided. The electric 
resistance in an assembled hose is less than 10 Ohm, according to 
EN 13765:2003.

 
Product group: 	140

Part	 ID	 ID	 WP	 BP	 BR	 Weight ZZ	 Weight AZ	 Weight AA	  Length
number	 mm	 inch	 MPa	 MPa	 mm	 kg/m	 kg/m	 kg/m	 max

1585-00-48	 75,0	 3"	 1,0	 4,0	 175	 2,6	 2,2	 1,5	 35 m
1585-00-64	 100,0	 4"	 1,0	 4,0	 250	 3,7	 2,9	 2,0	 35 m
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1:41440-00 WELDSHIELD, ISO 3821 20 BAR

Construction
Inner tube:	 Syntetiskt väderbeständigt gummi
Cover:	 Syntetiskt väder- och ozonbeständigt gummi
Reinforcement:	Syntetisk textilarmering
Safety factor:	 1:3
Temperature:	 -20°C – +60°C
Design:	 Slät, svart
Applications and characteristics
Gas and welding hose (N2, Ar, CO2) for engineering industry, con-
struction industry m.m. 
Producy group: 	140

Part	 ID	 OD	 WP	 Bend rad.	 Length
number	 mm	 mm	 MPa	 mm	 m/coil

1440-00-04	 6,3	 13,3	 2,0	 63	 50

1440 WELDARC, WELDING HOSE EN 559 ISO 3821, 20 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Colour	 Length
number	 mm	 mm	 MPa	 mm	 kg/m		  m/coil

1440-01-03	 5,0	 12,0	 2,0	 40	 0,13	 Red	 50
1440-02-03	 5,0	 12,0	 2,0	 40	 0,13	 Blue	 50
1440-01-04	 6,3	 13,3	 2,0	 40	 0,15	 Red	 50
1440-02-04	 6,3	 13,3	 2,0	 40	 0,15	 Blue	 50
1440-01-05	 8,0	 15,0	 2,0	 40	 0,17	 Red	 50
1440-02-05	 8,0	 15,0	 2,0	 40	 0,17	 Blue	 50
1440-01-06	 10,0	 17,0	 2,0	 50	 0,20	 Red	 50
1440-02-06	 10,0	 17,0	 2,0	 50	 0,20	 Blue	 50

Construction
Inner tube:		  Synthetic rubber (SBR)
Cover:		  Synthetic rubber (SBR/EPDM)
Reinforcement:		 Polyester
Safety factor:		  1:3
Temperature:		  -25°C – +100°C
Design:		  Ribbed, red or blue
 
Applications and characteristics
This welding hose is suitable for all types of aggregates, high ignition tem-
perature and low diffusion. It is very good air pressure hose and flexible even 
in low temperatures. 
According to the latest European Norm EN 559 ISO 3821.

 
Product group: 	140
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1441 TWINARC, TWIN WELDING HOSE EN 559 ISO 3821, 20 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1441-00-03	 5,0	 12,0	 2,0	 45	 0,25	 50
1441-00-04	 6,3	 13,3	 2,0	 60	 0,29	 50
1441-00-05	 8,0	 15,0	 2,0	 75	 0,34	 50
1441-00-06	 9,0	 16,0	 2,0	 90	 0,38	 50

Construction
Inner tube:		  Synthetic rubber (SBR)
Cover:		  Synthetic rubber (SBR/EPDM)
Reinforcement:		 Polyester
Safety factor:		  1:3
Temperature:		  -25°C – +100°C
Design:		  Smooth, red and blue
 
Applications and characteristics
Twin welding hose for engineering and construction industries. The hose is 
also flexible in low temperatures. According to the latest European Norm 
EN 559 ISO 3821. 

Product group: 	140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1442-00-05	 8,0	 14,0	 2,0	 65	 0,15	 50
1442-00-06	 10,0	 17,0	 2,0	 75	 0,22	 50

1442 HEATSEAKER, LIQUIFIED PETROLEUM GAS HOSE, EN 559 ISO 3821, 20 BAR

Construction
Inner tube:		  Synthetic rubber (NBR)
Cover:		  Synthetic rubber
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -30°C – +80°C
Design:		  Smooth, orange
 
Applications and characteristics
Flexible rubber hose for transportation of liquified petroleum gas (LPG). 
Suitable for LPG kitchens, burners, soldering, melting. The hose is cold 
resistant in order to function outdoors.  
According to the latest European Norm EN 559 ISO 3821.

 
Product group: 	140
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1:41443 TWIN HOSE, LIQUIFIED PETROLEUM GAS/OXYGEN HOSE, EN 559 ISO 3821, 20 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1443-00-04	 6,3	 13,3	 2,0	 60	 0,29	 40
1443-00-06	 10,0	 17,0	 2,0	 90	 0,38	 40

Construction
Inner tube:		  Synthetic rubber (NBR)
Cover:		  Synthetic rubber (SBR/EPDM)
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -25°C – +100°C
Design:		  Smooth, orange and blue
 
Applications and characteristics
Twin hose for liquified petroleum gas (LPG) and oxygen. According to the lat-
est European Norm EN 559 ISO 3821.

 
Product group: 	140

1445-10 COLDSEEKER, AC HOSE

Part	 ID	 ID	 OD	 Work pr.	 Bend rad.	 Weight
number	 mm	 inch	 mm	 MPa	 mm	 kg/m

1445-10-05	 8,0	 5/16"	 18,5	 3,5	 70	 0,27
1445-10-06	 10,0	 13/32"	 22,4	 3,5	 80	 0,29
1445-10-08	 13,0	 1/2"	 24,6	 3,5	 90	 0,44
1445-10-10	 16,0	 5/8"	 28,1	 3,5	 105	 0,69

Construction
Inner tube:		  Nitrile (NBR)
Cover:		  CSM-EPDM
Reinforcement:		 Textile and a barrier of nylon
Safety factor:		  1:3,4
Temperature:		  -35°C – +120°C
Design:		  Wrapped, black
 
Applications and characteristics
An excellent hose for cold media. It is resistant towards e.g. freon R134A. 
A low weight and, due to the nylon barrier, it is a flexible hose with excel-
lent permeability characteristics. The inner tube of nitrile makes it extra tight 
between fitting and hose and it will temporarily sustain temperatures up to 
+140°C. It fulfils the requirements of SAE J51B, A2. 

For fittings AC, see chapter 5:0.

 
Product group: 	140
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1450 BUSHMASTER, CHEMICAL HOSE XLPE 10 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1450-00-12	 19,0	 32,0	 1,0	 140	 0,82	 80	 40
1450-00-16	 25,0	 38,0	 1,0	 150	 0,92	 80	 40
1450-00-20	 32,0	 46,0	 1,0	 220	 1,23	 80	 40
1450-00-24	 38,0	 52,0	 1,0	 270	 1,41	 80	 40
1450-00-32	 51,0	 68,0	 1,0	 380	 2,34	 80	 40
1450-00-40	 63,5	 80,0	 1,0	 430	 2,81	 80	 40
1450-00-48	 76,0	 94,0	 1,0	 520	 3,61	 80	 40
1450-00-64	 102,0	 121,0	 1,0	 700	 5,04	 80	 40

Construction
Inner tube:		  XLPE
Cover:		  EPDM
Reinforcement:		 Synthetic textile with a steel spiral
Safety factor:		  1:4
Temperature:		  -30°C – +90°C
Design:		  Wrapped, green
 
Applications and characteristics
Flexible hose for suction and pressure applications. The hose is suitable for 
transportation of chemicals within the petrochemical industry. It is resistant 
to 90% of all industrial chemicals.

 
Product group: 	140

1450-10 COBRA, CHEMICAL HOSE EPDM EN 12115

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1450-10-12	 19,0	 31,0	 1,6	 65	 0,66	 40
1450-10-16	 25,0	 37,0	 1,6	 90	 0,81	 40
1450-10-20	 32,0	 44,0	 1,6	 120	 0,99	 40
1450-10-24	 38,0	 51,0	 1,6	 155	 1,30	 40
1450-10-32	 51,0	 66,0	 1,6	 215	 2,13	 40
1450-10-40	 63,5	 79,5	 1,6	 275	 2,86	 40
1450-10-48	 75,0	 91,0	 1,6	 330	 3,41	 40
1450-10-64	 100,0	 116,0	 1,6	 450	 4,41	 40

Construction
Inner tube:		  EPDM
Cover:		  EPDM
Reinforcement:		 Synthetic textile with a steel spiral
Safety factor:		  1:4
Temperature:		  -40°C – +120°C
Design:		  Wrapped, black
 
Applications and characteristics
Suction and pressure hose for aggressive chemicals. used for loading and un-
loading of gas trucks, railroad cars, cargo liners and in stationary installations 
in chemical premises. The hose is flexible and resists external abrasion well. 
Electrical resistance < 106 Ohm. According to EN 12115 TRbF131/2.

 
Product group: 	140
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1:4

Part	 ID	 OD	 Work pr.	 Burst pr.	Bend rad.	Weight	Vaccum pr.	 Length
number	 mm	 mm	 MPa	 MPa	 mm	 kg/m	 Max %	 m/coil

1450-30-12	 19,0	 31,0	 1,6	 6,4	 115	 0,75	 90	 40
1450-30-16	 25,0	 37,0	 1,6	 6,4	 155	 0,92	 90	 40
1450-30-20	 32,0	 44,0	 1,6	 6,4	 200	 1,10	 90	 40
1450-30-24	 38,0	 51,0	 1,6	 6,4	 240	 1,39	 90	 40
1450-30-32	 50,0	 66,0	 1,6	 6,4	 330	 2,30	 90	 40
1450-30-40	 63,5	 79,5	 1,6	 6,4	 415	 3,09	 90	 40
1450-30-48	 75,0	 91,0	 1,6	 6,4	 500	 3,54	 90	 20
1450-30-64	 100,0	 116,0	 1,6	 6,4	 675	 4,63	 90	 20

1450-30 VIPER, CHEMICAL HOSE UPE EN 12115 
Construction 
Inner tube:		  UPE
Cover:		  EPDM
Reinforcement:		 Synthetic textile with a steel spiral
Temperature:		  -35°C – +100°C
Design:		  Wrapped, black
 
Applications and characteristics
Suction and pressure hose for aggressive chemicals. Excellent for installations on 
gas trucks, tank wagons and stationary installations within the chemical industry. 
According to EN 12115. Electrical resistance < 106 Ohm.  
 
 
Product group: 	 140

1456 YELLOW PYTHON 30 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1456-00-04	 6,0	 14,0	 3,0	 40	 0,19	 40
1456-00-06	 10,0	 20,0	 3,0	 60	 0,35	 40
1456-00-08	 13,0	 23,0	 3,0	 80	 0,41	 40
1456-00-10	 16,0	 27,0	 3,0	 100	 0,55	 40
1456-00-12	 19,0	 30,0	 3,0	 110	 0,63	 40
1456-00-16	 25,0	 37,0	 3,0	 150	 0,88	 40
1456-00-20	 32,0	 44,0	 3,0	 320	 0,95	 40
1456-00-24	 38,0	 51,0	 3,0	 380	 1,35	 40
1456-00-32	 50,0	 66,0	 3,0	 500	 1,82	 40

Construction
Inner tube:		  Heat resistant rubber (EPDM)
Cover:		  Heat and ozone resistant rubber (EPDM)
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -40°C – + 110°C
Design:		  Smooth, yellow. Wrapped from 32 mm
 
Applications and characteristics
A very flexible hose with a wide temperature range. Well suited for air 
and hot and cold water. It is resistant towards lighter chemicals. It has 
good ozone resistance. 

 
Product group: 	140
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1451-40 SPRAY PAINT HOSE 29 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1451-40-04	 6,4	 12,8	 2,9	 40	 0,12	 50
1451-40-06	 9,0	 16,3	 2,9	 60	 0,17	 50

Construction
Inner tube:		  PA
Cover:		  PVC / PU
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -20°C – +60°C
Design:		  Smooth, red
 
Applications and characteristics
The hose is suitable as a paint spray hose, with low-weight and excellent 
flexibility. It is equipped with an antistatic wire and manufactured in a 
silicone-free process.

 
Product group: 	140

1552 LOW-WEIGHT SPIRAL SUCTION HOSE PVC

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1552-00-12	 20,0	 27,0	 0,7	 80	 0,28	 70	 50
1552-00-16	 25,0	 31,0	 0,7	 100	 0,36	 70	 50
1552-00-19	 30,0	 37,0	 0,5	 120	 0,41	 70	 50
1552-00-20	 32,0	 39,0	 0,5	 128	 0,44	 70	 50
1552-00-24	 38,0	 45,0	 0,5	 152	 0,52	 70	 50
1552-00-25	 40,0	 47,0	 0,5	 160	 0,54	 70	 50
1552-00-30	 45,0	 52,0	 0,6	 200	 0,78	 70	 50
1552-00-32	 50,0	 58,0	 0,5	 200	 0,77	 70	 50
1552-00-40	 65,0	 74,0	 0,4	 260	 0,99	 70	 50
1552-00-44	 70,0	 79,0	 0,4	 280	 1,13	 70	 50
1552-00-48	 76,0	 85,0	 0,4	 300	 1,26	 70	 50
1552-00-56	 90,0	 100,0	 0,6	 415	 1,75	 70	 25
1552-00-64	 100,0	 115,0	 0,3	 400	 1,98	 70	 25
1552-00-69	 110,0	 122,0	 0,3	 440	 2,25	 50	 25
1552-00-80	 127,0	 138,0	 0,4	 690	 3,65	 50	 25
1552-00-96	 152,0	 164,0	 0,3	 800	 5,10	 50	 25
1552-02-00	 203,0	 217,0	 0,3	 1250	 7,85	 50	 10

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 White PVC spiral
Safety factor:		  1:3
Temperature:		  -5°C – +60°C
Design:		  Corrugated, transparent yellow
 
Applications and characteristics
A low-weight PVC hose for suction and pressure applications. The hose is 
also suitable for powder transportation within agriculture, food indus-
try and gardening. Smooth inner tube. Sustains alcohols beneath 28%. 
Available in antistaitic version, see 1552-10. 

Product group: 	140
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1:41552-10 LOW-WEIGHT SPIRAL SUCTION HOSE PVC, ANTISTATIC

Part	 ID	 OD	 Work pr.	 Bend rad.	Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1552-10-25	 40,0	 48,0	 0,6	 170	 0,61	 70	 50
1552-10-32	 50,0	 58,0	 0,6	 220	 0,81	 70	 50
1552-10-48	 76,0	 85,0	 0,4	 350	 1,38	 70	 50

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 Vit PVC-spiral med antistatwire
Safety factor:		  1:3
Temperature:		  -5°C – +60°C
Design:		  Corrugated, transparent yellow
 
Applications and characteristics
A low-weight PVC hose for pressure and suction applications. Due to its 
antistatic wire and smooth inner tube, this hose is mostly suitable for 
transportation of powder granualtes. 

 
Product group: 	140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1452-00-08	 13,0	 21,0	 1,0	 65	 0,35	 40
1452-00-10	 16,0	 25,0	 1,0	 85	 0,45	 40
1452-00-12	 19,0	 28,0	 1,0	 120	 0,60	 40
1452-00-16	 25,0	 35,0	 1,0	 150	 0,80	 40

1452 FOODCLEAN, FOOD FLUSH HOSE

Construction
Inner tube:		  White, food approved synthetic rubber (NBR)
Cover:		  Abrasion and weather resistant synthetic rubber (NBR/PVC)
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -35°C – +95°C
Design:		  Smooth, blue
 
Applications and characteristics
A hose suitable for hot water cleaning within the food industry. Smooth ex-
ternally and with a cover that does not stain. The hose is resistant towards 
animal and vegetable greases. Food proof. Temporarily, the hose can be steri-
lized with a temperature of max +120°C.

 
Product group: 	140
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Part	 ID	 OD	 Work pr.	 Work pr.	 Weight	 Length
number	 mm	 mm	 95°C MPa	 164°C MPa	 kg/m	 m/coil

1452-10-08	 13,0	 23,0	 2,0	 0,6	 0,35	 40
1452-10-10	 16,0	 26,0	 2,0	 0,6	 0,41	 40
1452-10-12	 19,0	 31,0	 2,0	 0,6	 0,60	 40
1452-10-16	 25,0	 39,5	 2,0	 0,6	 0,93	 40

1452-10 FOODSTEAM, FOOD FLUSH HOSE, STEAM

Construction
Inner tube:		  White, food approved phthalate free rubber (EPDM)
Cover:		  Abrasion and weather resistant rubber (EPDM)
Reinforcement:		 Synthetic textile
Safety factor:		  +95°C 1:3, +164°C 1:10
Temperature:		  -40°C – +95°C water, +164°C steam
Design:		  Wrapped, blue
 
Applications and characteristics
Food approved flush hose for hot water and steam within the food 
industry. The cover is resistant towards animal and vegetable greases. 
Manufactured in a way that it will not stain. The hose has a good bending 
radius and endures tough demands. The hose is equivalent to standard/
approval to FDA and REACH.

 
Product group: 	140

1553 DAIRYMASTER, MILK HOSE 6 BAR

Part	 ID	 OD	 Work pr.	 Vaccum pr.	 Bend rad.	Weight	 Length
number	 mm	 mm	 MPa	  Max %	 mm	 kg/m	 m/coil

1553-00-20	 32,0	 44,0	 1,0	 90	 95	 0,99	 40
1553-00-24	 38,0	 50,0	 1,0	 90	 115	 1,27	 40
1553-00-32	 51,0	 63,0	 1,0	 90	 150	 1,64	 40
1553-00-40	 63,5	 75,5	 1,0	 90	 190	 2,07	 40
1553-00-48	 76,0	 90,0	 1,0	 90	 230	 2,76	 40
1553-00-64	 102,0	 117,0	 1,0	 90	 300	 4,07	 40

Construction
Inner tube:		  White, food approved phthalate free rubber (NR)
Cover:		  Abrasion and weather resistant rubber (NR)
Reinforcement:		 Synthetic textile and a spiral
Safety factor:		  1:3
Temperature:		  -40°C – +80°C
Design:		  Wrapped, blue
 
Applications and characteristics
The hose is especially suited for handling milk during pick-up and trans-
portation, but also for other beverages such as beer, water and alcohol 
up to 40% concentration. The hose is equivalent to standard/approval to 
FDA and REACH.

 
Product group: 	140
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1:41553-10 MULTIFOOD, FOOD HOSE 10 BAR

Part	 ID	 OD	 Work pr.	 Vaccum pr.	 Bend rad.	Weight	 Length
number	 mm	 mm	 MPa	  Max %	 mm	 kg/m	 m/coil

1553-10-20	 32,0	 44,0	 1,0	 90	 140	 1,12	 40
1553-10-24	 38,0	 51,0	 1,0	 90	 170	 1,40	 40
1553-10-32	 51,0	 64,0	 1,0	 90	 235	 1,80	 40
1553-10-40	 63,5	 78,5	 1,0	 90	 300	 2,70	 40
1553-10-48	 76,0	 91,0	 1,0	 90	 370	 3,17	 40
1553-10-64	 102,0	 118,0	 1,0	 90	 510	 4,42	 40

Construction
Inner tube:		  White, food approved phthalate free rubber (NR)
Cover:		  Oil and weather resistant rubber (CR)
Reinforcement:		 Synthetic textile and a spiral
Safety factor:		  1:3
Temperature:		  -25°C – +80°C
Design:		  Wrapped, blue
 
Applications and characteristics
Suction and pressure hose for liquified food, especially suited for greases and 
oils, but also for beverages such as juices and milk. The hose is also usable for 
depletion of powder products from gas trucks and tank waggons. Equivalent to 
standard/approval to FDA and REACH.

Product group: 	140

1553-50 MATERIAL HOSE PVC

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1553-50-48	 76,0	 92,0	 1,2	 210	 2,90	 90	 30
1553-50-64	 102,0	 119,0	 1,0	 300	 4,00	 90	 20

The hose can also be delivered in dimensions 3/4" – 6"

Construction
Inner tube:		  White, super elastic PVC
Cover:		  Black, super elastic PVC
Reinforcement:		 Steel spiral and polyester
Safety factor:		  1:3
Temperature:		  -25°C – + 60°C
Design:		  Wrapped, black
 
Applications and characteristics
A universal suction and pressure application hose for food, drinking water and 
alcohol up to 28% concentration. The hose is well suited for water facilities, 
when loading and unloading tanks and containers; and for dry materials. 

 
Product group: 	140
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Part	 ID	 OD	 Work pr.	 Weight	 Length
number	 mm	 mm	 MPa	 kg/m	 m/coil

1454-00-06	 10,0	 21,0	 1,8	 0,36	 60
1454-00-08	 13,0	 25,0	 1,8	 0,49	 60
1454-00-12	 19,0	 32,0	 1,8	 0,72	 60
1454-00-16	 25,0	 38,0	 1,8	 0,96	 60
1454-00-20	 32,0	 46,0	 1,8	 1,28	 60
1454-00-24	 38,0	 54,0	 1,8	 1,59	 60
1454-00-32	 51,0	 67,0	 1,8	 2,25	 60

1454 ONTARIO, STEAM HOSE 18 BAR

Construction
Inner tube:		  Heat resistant rubber (EPDM)
Cover:		  Heat and abrasion resistant rubber (EPDM)
Reinforcement:		 Two spirals of corrosion proofed steel
Safety factor:		  1:10
Temperature:		  -40°C – +210°C
Design:		  Wrapped, black
 
Applications and characteristics
Steam hose for high pressures and temperatures. The hose is suit-
able for heating and cleaning within the road, petrochemical, paper 
and pulp industries. The hose can temporarily sustain tempera-
tures up to 232°C.

Steam fitting:		 5061-10-xx, 5062-10-xx
Product group: 	140

Artikel-	 ID	 YD	 Arb.tr.	 Vikt	 Längd
nummer	 mm	 mm	 MPa	 kg/m	 m/rulle

1454-30-08	 13,0	 25,0	 1,8	 0,49	 60
1454-30-12	 19,0	 33,0	 1,8	 0,76	 60
1454-30-16	 25,0	 40,0	 1,8	 1,04	 60
1454-30-24	 38,0	 54,0	 1,8	 1,57	 60
1454-30-32	 50,0	 68,0	 1,8	 2,53	 60

1454-30 NIAGARA, STEAM HOSE DIN 2825, 18 BAR

Construction
Inner tube:		  Heat resistant rubber (EPDM)
Cover:		  Heat and abrasion resistant rubber (EPDM)
Reinforcement:		 Two spirals of corrosion proofed steel
Safety factor:		  1:10
Temperature:		  -40°C – +210°C
Design:		  Wrapped, black
 
Applications and characteristics
Steam hose suitable for high pressures and temperatures to be used for 
heating and cleaning. According to DIN 2825 ISO 6434.

Steam fitting:		 5061-10-xx, 5062-10-xx
Product group: 	140
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1:41458 CASPIAN, BOAT SANITARY HOSE

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1458-00-12	 19,0	 29,0	 1,0	 121	 0,80	 80	 40
1458-00-16	 25,0	 35,0	 0,7	 160	 0,94	 80	 40
1458-00-24	 38,0	 48,0	 0,7	 240	 1,38	 80	 40

Construction
Inner tube:		  Diffusion proofed rubber (EPDM)
Cover:		  EPDM
Reinforcement:		 Synthetic textile with a steel spiral
Safety factor:		  1:3
Temperature:		  -30°C – +100°C
Design:		  Wrapped, white
 
Applications and characteristics
A hose for lavatories on boats. Will not release odour from the toilet system. 
Resistant to high vacuum.

 
Product group:	 140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1458-10-08	 12,5	 17,8	 1,0	 125	 0,15	 15
1458-10-10	 15,0	 20,8	 1,0	 150	 0,20	 15

1458-10 WATER HOSE 10 BAR

Construction
Inner tube:		  Blue PVC
Cover:		  PVC
Reinforcement:		 Knitted textile
Safety factor:		  1:2,2
Temperature:		  -15°C – +60°C
Design:		  Smooth, white
 
Applications and characteristics
An excellent water hose well suitable for boats and trailers. The cover 
has good UV-resistance and the inner tube is cadmium free. The design 
prevents algal bloom in the hose. The hose has a very good bend radius.

 
Product group:	 140
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Part-	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
nummer	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1552-80-04	 6,3	 12	 1,0	 30	 0,11	 30
1552-80-06	 10,0	 16	 1,0	 40	 0,16	 30
1552-80-08	 12,5	 19	 1,0	 55	 0,21	 30
1552-80-10	 19,0	 26	 1,0	 135	 0,30	 30
1552-80-12	 25,0	 33	 1,0	 210	 0,50	 30

1552-80 DRINKING WATER HOSE W.R.A.S

Construction
Inner tube:	 TPE
Cover:	 PVC
Reinforcement:	Synthetic textile
Safety factor:	 1:3
Temperature:	 -15°C – +70°C
Design:	 Smooth, white
Applications and characteristics
Livsmedelsslang speciellt anpassad för dricksvatten. Konstruktionen av 
slangen ger en mycket god böjradie samt nötnings- och åldringsbestän-
dighet. Innertuben är luktfri. Slangen är livsmedelsgodkänd och uppfyller 
kraven för dricksvattenslangar enligt W.R.A.S.
Product group: 	140

Part	 ID	 OD	 Work pr.	 Bend rad.	Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1404-32-03	 203,0	 233,0	 0,20	 600	 9,2	 95	 10
1404-32-54	 254,0	 290,0	 0,15	 1000	 14,5	 95	 10
1404-33-05	 305,0	 347,0	 0,15	 1500	 19,0	 95	 10

1404-30 SHARKHOSE, FISH PUMP HOSE

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 PCV spiral
Safety factor:		  1:3
Temperature:		  -25°C – +55°C
Design:		  Corrugated, transparent
 
Applications and characteristics
A durable and flexible hose with smooth inner tube suitable for pumping 
up fish. Transparent with a grey PVC spiral. The hose is only delivered in 
fixed lengths.

 
Product group: 	140
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1:41460 VENTILATION HOSE PVC

Part	 ID	  Thickness	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 mm	 kg/m	 Max %	 m/coil

1460-00-24	 38,0	 0,5		  50	 0,19	 3	 30
1460-00-32	 51,0	 0,5		  90	 0,29	 3	 30
1460-00-40	 63,0	 0,5		  100	 0,46	 3	 30
1460-00-48	 76,0	 0,5		  110	 0,55	 3	 30

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 Spiral
Temperature:		  -10°C – +60°C
Design:		  Corrugated, blue
 
Applications and characteristics
A hose for extraction of dust, welding smoke and chimney gas. The hose 
is suitable as ventilation hose. It can also be used as cable collector and 
hose protection.

 
Product group: 	140

1460-5X VENTILATION HOSE ALU

Part	 ID	 Weight	 Length	 Wp
number	 mm	 kg/m	 m/coil	 MPa

1460-50-64	 102,0	 0,25	 10	 0,003
1460-50-80	 127,0	 0,30	 10	 0,003
1460-50-88	 140,0	 0,34	 10	 0,003

Construction
Inner tube:	 Aluminium laminate
Cover:	 Polymer
Reinforcement:	 Steel spiral
Temperature:	 -30°C – +140°C
Design:	 Corugated, grey

Applications and characteristics
A hose suitable for transportation of hot steam, smoke and exhaust 
gases
Product group: 	140
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1460-40 DRY-UP HOSE FOR CONSTRUCTION SITES

Part	 ID	  Thickness	 Length
number	 mm	 mm	 m/coil

1460-40-96	 150	 0,1	 100

Construction
Tube:	 Transparent PE
Temperature:	 Max +80°C
 
Applications and characteristics
A low-weight and flexible hot air hose  for drying-up applica-
tions at constructions sites. Easy to roll out to desired length, 
takes little space when it is rolled-up.
 
Product group: 	140

1460-45 DRY-UP HOSE FOR CONSTRUCTION SITES

Part	 ID	 Thickness	 Length
number	 mm	 mm	 m/coil

1460-45-96	 150	 0,3 	 100

Construction
Tub:	 BluePVC
Temperature:	 Max +80°C
 
Applications and characteristics
A low-weight and flexible hot air hose with hook-up holes for 
drying-up applications at constructions sites. Easy to roll out to 
desired length, takes little space when it is rolled-up.
 
Product group:	 140



PRODUCT CATALOGUE 105

CHAPTER 1:4 INDUSTRIAL HOSES

1:4

1560-10 DEFROST HOSE APK

Part	 ID	 OD	 Weight	 Length
number	 mm	 mm	 kg/m	 m/coil

1560-10-32	 50,0	 55,0	 0,13	 20
1560-10-38	 55,0	 60,0	 0,14	 20
1560-10-39	 60,0	 65,0	 0,16	 20
1560-10-48	 75,0	 80,0	 0,19	 20
1560-10-51	 80,0	 85,0	 0,21	 20

Construction
Cover:	 Aluminium foil
Inner cover:	 Glue-covered paper
External cover:	 PP foil
Temperature:	 -20°C – +100°C
Design:	 Smooth, black
 
Applications and characteristics
A hose suitable for transportation of hot and fresh air in boats and vehi-
cles. It is heat and vibration resistant. Available in dimensions from 24 
mm up to 200 mm.

Product group: 	140

1460-7X HEAT HOSE PLSX

Part	 ID	 ID	 Work pr.	 Weight	 Length
number	 mm	 inch	 MPa	 kg/m	 m

1460-72-03	 203	 8	 0,55	 3,0	 7,5
1460-73-05	 305	 12	 0,34	 3,5	 7,5
1460-74-07	 407	 16	 0,25	 4,5	 7,5
1460-75-08	 508	 20	 0,20	 6,6	 7,5

Construction
Inner tube:		  Polyamide
Cover:		  Neoprene
Reinforcement:		 Steel spiral
Temperature:		  -40°C – +135°C
Design:		  Compressible, yellow
 
Applications and characteristics
Robust and light ventilation hose for transport of hot and cold air for 
construction and ventilation industries. The hose is delivered in lengths of 
7,5 meters and in an attached bag, spiral-free ends and integrated straps. 
The hose is compressible and will fit into the bag. The hose has also ex-
ternally attached wear protection straps.

Product group: 	140
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1434-10 EXLIGHT, LOW WEIGHT EXHAUST GAS HOSE

Part	 ID	 OD	 Bend rad.	 Weight	 Length
number	 mm	 mm	 mm	 kg/m	 m/coil

1434-10-24	 38,0	 42,0	 60	 0,57	 20
1434-10-32	 50,0	 53,0	 65	 0,61	 20
1434-10-48	 75,0	 77,0	 95	 0,70	 20
1434-10-64	 102,0	 104,0	 110	 0,94	 20
1434-10-80	 127,0	 131,0	 130	 1,30	 20
1434-10-96	 150,0	 153,0	 140	 1,45	 20

Construction
Inner tube:		  Heat resistant rubber
Reinforcement:		 Embedded abrasion resistant spiral of polyamide
Temperature:		  -40°C – +170°C
Design:		  Outer spiral, black
 
Applications and characteristics
This hose is suitable for suction of exhausts from motor vehicles. Ben-
eficial to use on hose reels in garages. It can resist deformation, i.e. it 
is possible to run it over. The hose is also suitable as a exhaust hose 
for welding gases. Low weight and extremely flexible. 
 
Product group: 	140

Part	 ID	 Work pr.	 Weight	 Length
number	 mm	 MPa	 kg/m	 m

1460-20-32	 52,0	 0,003	 0,18	 6
1460-20-40	 65,0	 0,003	 0,17	 6
1460-20-48	 76,0	 0,003	 0,20	 6
1460-20-64	 102,0	 0,003	 0,27	 6
1460-20-80	 127,0	 0,003	 0,29	 6
1460-20-96	 152,0	 0,003	 0,39	 6
1460-22-03	 203,0	 0,003	 0,58	 6

1460-20 VENTILATION AND KITCHEN FAN HOSE

Construction
Inner tube:		  PVC-covered wowen fiberglass
Cover:		  PVC-covered wowen fiberglass
Reinforcement:		 PVC-jacketed steel spiral
Temperature:		  -5°C – +90°C
Design:		  Corrugated, grey
 
Applications and characteristics
This hose is approved to be used as a kitchen fan hose between the 
ventilation duct and device. Low-weight and axially compressable. The 
hose has good resistance towards chemicals and decay. Type approved 
according to TG certificate number 3432/82. 

 
Product group: 	140
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1:41561 EXHAUST HOSE FOR HOT AIR, NEOPRENE, SINGLE COATED

Part	 ID	 Work pr.	 Bend rad.	Weight	 Vaccum pr.	 Length
number	 mm	 MPa 23°C	 mm	 kg/m	 MPa 23°C	 m/coil

1561-00-16	 25,0	 0,18	 13	 0,12	 0,05	 4
1561-00-20	 32,0	 0,17	 16	 0,16	 0,05	 4
1561-00-29	 44,0	 0,15	 19	 0,21	 0,04	 4
1561-00-32	 51,0	 0,14	 19	 0,25	 0,04	 4
1561-00-40	 63,0	 0,13	 25	 0,31	 0,04	 4
1561-00-48	 76,0	 0,12	 25	 0,42	 0,03	 4
1561-00-55	 89,0	 0,10	 32	 0,50	 0,03	 4
1561-00-64	 102,0	 0,09	 32	 0,56	 0,02	 4
1561-00-80	 127,0	 0,08	 38	 0,80	 0,02	 4
1561-00-96	 152,0	 0,06	 44	 1,04	 0,01	 4
1561-01-80	 180,0	 0,05	 51	 1,21	 0,01	 4
1561-02-03	 203,0	 0,04	 57	 1,39	 0,01	 4
1561-02-54	 254,0	 0,03	 70	 2,00	 0,005	 4
1561-03-05	 305,0	 0,02	 83	 2,41	 0,003	 4

Construction
Inner tube:		  Neoprene, single coated (CR)
Reinforcement:		 Wowen fiberglass, steel spiral
Temperature:		  -50°C – +150°C
Design:		  Slightly corrugated, black
 
Applications and characteristics
A hose suitable for transportation of hot steams, smoke and exhaust 
gases. Low-weight and very flexible, good in tight areas. The hose is 
non-inflammable and has good chemical resistance. Other dimensions 
are available on request.  

Product group: 	140

1561-10 EXHAUST HOSE FOR HOT AIR, NEOPRENE, DOUBLE COATED

Part	 ID	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 MPa 23°C	 mm	 kg/m	 MPa 23°C	 m/coil

1561-10-16	 25,0	 0,23	 16	 0,15	 0,07	 4
1561-10-20	 32,0	 0,21	 20	 0,17	 0,06	 4
1561-10-29	 44,0	 0,19	 25	 0,26	 0,05	 4
1561-10-32	 51,0	 0,18	 25	 0,29	 0,05	 4
1561-10-40	 63,0	 0,16	 32	 0,36	 0,05	 4
1561-10-48	 76,0	 0,14	 32	 0,46	 0,04	 4
1561-10-55	 89,0	 0,12	 38	 0,53	 0,04	 4
1561-10-64	 102,0	 0,11	 38	 0,60	 0,03	 4
1561-10-80	 127,0	 0,08	 44	 0,86	 0,03	 4
1561-10-96	 152,0	 0,07	 51	 1,10	 0,02	 4
1561-12-03	 203,0	 0,04	 70	 1,43	 0,01	 4

Construction
Inner tube:		  Neoprene (CR)
Cover:		  Neoprene (CR)
Reinforcement:		 Wowen fiberglass, steel spiral
Temperature:		  -50°C – +150°C
Design:		  Slightly corrugated, black
 
Applications and characteristics
A hose suitable for transportation of hot steams, smoke and exhaust 
gases. Low-weight and extremely flexible, good in tight areas. The hose 
is non-inflammable and has good chemical resistance. Other dimensions 
are available on request.  

 
Product group: 	140
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1562 EXHAUST HOSE FOR HOT AIR, SILICONE, SINGLE COATED

Part	 ID	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 MPa 23°C	 mm	 kg/m	 MPa 23°C	 m/coil

1562-00-16	 25,0	 0,18	 13	 0,12	 0,05	 4
1562-00-20	 32,0	 0,17	 16	 0,16	 0,05	 4
1562-00-29	 44,0	 0,15	 19	 0,21	 0,04	 4
1562-00-32	 51,0	 0,14	 19	 0,25	 0,04	 4
1562-00-40	 63,0	 0,13	 25	 0,31	 0,04	 4
1562-00-48	 76,0	 0,12	 25	 0,42	 0,03	 4
1562-00-55	 89,0	 0,10	 32	 0,50	 0,03	 4
1562-00-64	 102,0	 0,09	 32	 0,56	 0,02	 4
1562-00-80	 127,0	 0,08	 38	 0,80	 0,02	 4
1562-00-96	 152,0	 0,06	 44	 1,04	 0,01	 4
1562-01-80	 180,0	 0,05	 51	 1,21	 0,01	 4
1562-02-03	 203,0	 0,04	 57	 1,39	 0,01	 4
1562-02-54	 254,0	 0,03	 70	 2,00	 0,005	 4
1562-03-05	 305,0	 0,02	 83	 2,41	 0,003	 4

Construction
Inner tube:		  Silicone, single coated
Reinforcement:		 Wowen fiberglass, steel spiral
Temperature:		  -50°C – +300°C
Design:		  Slightly corrugated, red-brown
 
Applications and characteristics
A hose suitable for transportation of hot steams, smoke and exhaust gases. 
Low-weight and extremely flexible, good in tight areas. The hose is non-in-
flammable and has good chemical resistance. Other dimensions are available 
on request.  

 
Product group: 	140

1562-10 EXHAUST HOSE FOR HOT AIR, SILICONE, DOUBLE COATED

Part	 ID	 Work pr.	 Bend rad.	Weight	 Vaccum pr.	 Length
number	 mm	 MPa 23°C	 mm	 kg/m	 MPa 23°C	 m/coil

1562-10-32	 51	 0,18	 25	 0,29	 0,05	 4
1562-10-40	 63	 0,16	 32	 0,36	 0,05	 4
1562-10-48	 76	 0,14	 32	 0,46	 0,04	 4
1562-10-55	 89	 0,12	 38	 0,53	 0,04	 4
1562-10-64	 102	 0,11	 38	 0,60	 0,03	 4
1562-10-80	 127	 0,08	 44	 0,86	 0,03	 4
1562-10-96	 152	 0,07	 51	 1,10	 0,02	 4
1562-11-80	 180	 0,05	 64	 1,28	 0,01	 4
1562-12-03	 203	 0,04	 70	 1,43	 0,01	 4

Construction
Inner tube:		  Silicone
Cover:		  Silicone
Reinforcement:		 Wowen fiberglass, steel spiral
Temperature:		  -50°C – +300°C
Design:		  Slightly corrugated, red-brown
 
Applications and characteristics
A hose suitable for transportation of hot steams, smoke and exhaust gases. 
Low-weight and extremely flexible, good in tight areas. The hose is non-in-
flammable and has good chemical resistance. Other dimensions are available 
on request.  

 
Product group: 	140
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1461-30 MATERIAL SUCTION HOSE, SELF-EXTINGUISHING

Part	 ID	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 kg/m	 Max %	 m/coil

1461-30-12	 20,0	 20	 0,15	 50	 50
1461-30-16	 25,0	 25	 0,18	 50	 50
1461-30-20	 32,0	 32	 0,24	 50	 50
1461-30-24	 38,0	 38	 0,31	 50	 50
1461-30-25	 40,0	 40	 0,33	 40	 50
1461-30-30	 45,0	 45	 0,37	 40	 50
1461-30-32	 50,0	 50	 0,44	 40	 50
1461-30-39	 60,0	 60	 0,56	 40	 50
1461-30-40	 63,0	 63	 0,60	 40	 50
1461-30-48	 75,0	 75	 0,75	 40	 50
1461-30-64	 100,0	 100	 1,01	 40	 30
1461-30-80	 125,0	 125	 1,36	 40	 30
1461-30-96	 150,0	 150	 1,76	 40	 30

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 PVC spiral
Temperature:		  -10°C – +60°C
Design:		  Corrugated, grey
 
Applications and characteristics
A flexible, self-extinguishing PVC hose suitable for material suction and 
ventilation. Self-extinguishing according  to UL 94 V0. 

 
Product group: 	140

1461-20 INDUSTRIAL DUST SUCTION HOSE

Part	 ID	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 kg/m	 Max %	 m/coil

1461-20-32	 50	 50	 0,50	 40	 50
1461-20-64	 102	 100	 1,03	 40	 50

Construktion
Inner tube:	 PVC
Cover:	 PVC
Reinforcement:	PVC spiral
Säkerhetsfaktor:	
Temperature:	 -10°C – +60°C
Design:	 Corrugated, black with antistatic wire

Applications and characteristics
Flexible and abrasion resistant ventilation and industrial dust suctin hose 
with an antistatic wire.
Product group: 	140

Avaliable in more dimensions
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1560 DUST SUCTION HOSE SD

Part	 ID	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 kg/m	 Max %	 m/coil

1560-00-20	 32,0	 15	 0,23	 92	 15
1560-00-24	 38,0	 20	 0,30	 81	 15
1560-00-32	 51,0	 20	 0,44	 60	 15

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 Semi-embedded plastic covered steel spiral
Temperature:		  -0°C – +80°C
Design:		  Corrugated, black, net reinforced with transparent cover
 
Applications and characteristics
A very flexible and low-weight dust suction hose with good resistance to tear-
ing, suitable for the industry. End and seam fittings are available in dimen-
sions 32, 38 and 51 mm.

 
Product group: 	140

Part	 ID	 OD	 Work pr.	Bend rad.	Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1461-10-06	 10,0	 16,0	 0,7	 20	 0,16	 85	 60
1461-10-08	 12,0	 18,0	 0,7	 25	 0,18	 85	 50
1461-10-10	 16,0	 22,4	 0,6	 35	 0,25	 85	 50
1461-10-12	 20,0	 26,8	 0,5	 50	 0,34	 85	 50
1461-10-14	 22,0	 29,0	 0,5	 55	 0,36	 85	 60
1461-10-16	 25,0	 33,0	 0,5	 60	 0,51	 85	 50
1461-10-19	 30,0	 38,4	 0,45	 70	 0,60	 85	 60
1461-10-20	 32,0	 40,4	 0,45	 75	 0,65	 85	 50
1461-10-24	 38,0	 47,0	 0,4	 90	 0,80	 85	 30
1461-10-25	 40,0	 49,0	 0,3	 100	 0,87	 85	 30
1461-10-30	 45,0	 55,0	 0,3	 110	 1,10	 80	 30
1461-10-32	 50,0	 60,0	 0,3	 125	 1,20	 80	 30
1461-10-39	 60,0	 72,0	 0,2	 130	 1,80	 80	 30
1461-10-40	 63,0	 74,5	 0,6	 130	 1,80	 80	 30
1461-10-48	 75,0	 88,6	 0,2	 200	 2,50	 70	 30

1461-10 FOOD HOSE, TRANSPARENT

Construction
Inner tube:		  PVC
Cover:		  PVC
Reinforcement:		 Steel spiral
Safety factor:		  1:3
Temperature:		  -5°C – +65°C
Design:		  Smooth, transparent
 
Applications and characteristics
A hose suitable for transportation of salt water, granulates, chemicals, grains 
etc. The hose will sustain high vacuum in all dimensions. 

 
Product group: 	140
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Part	 ID	 OD	 Work pr.	 Burst pr.	 Burst pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 MPa,20°C	 MPa,70°C	 mm	 kg/m	 max. %	 m/coil

1461-40-03	 5,0	 10,0	 2,0	 13,0	 2,8	 20	 0,08	 90	 60
1461-40-04	 6,3	 11,3	 2,0	 12,5	 2,6	 26	 0,10	 90	 60
1461-40-05	 8,0	 13,4	 1,8	 11,0	 2,4	 32	 0,135	 90	 60
1461-40-06	 10,0	 16,0	 1,8	 10,5	 2,3	 40	 0,17	 90	 60
1461-40-08	 12,5	 18,7	 1,5	 8,0	 2,0	 50	 0,23	 90	 60
1461-40-10	 16,0	 23,0	 1,4	 7,5	 1,8	 63	 0,29	 90	 60
1461-40-12	 19,0	 26,0	 1,2	 7,2	 1,7	 76	 0,35	 90	 60

1461-40 SUCTION AND PRESSURE HOSE PU/PVC, TRANSPARENT

Construction
Inner tube:		  Polyurethane (PU)
Cover:		  PVC
Reinforcement:		 Steel spiral
Safety factor:		  See table belowll 
Temperature:		  -20°C – +90°C
Design:		  Smooth, transparent
 
Applications and characteristics
A powerful and very flexible PVC hose suitable for suction and pressure. It is 
resistant to hydraulic oils. The hose can also be used to transport dry food. 
Crystal clear and food approved. 

 
Product group: 	140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1462-00-16	 25,0	 32,0	 0,08	 60	 0,25	 80	 15
1462-00-20	 32,0	 40,0	 0,08	 72	 0,27	 80	 15
1462-00-24	 38,0	 48,0	 0,08	 85	 0,37	 80	 15
1462-00-32	 51,0	 62,0	 0,07	 115	 0,48	 70	 15

1462 INDUSTRIAL DUST SUCTION HOSE PE

Construction
Inner tube:	 Polyethylene (PE)
Cover:	 Polyethylene (PE)
Temperature:	 -30°C – +70°C
Design:	 Corrugated, grey
 
Applications and characteristics
A flexible hose suitable for suction of dusts and lighter particles in stationary 
and mobile weld taps, industrial vacuum cleaners and powder separators. The 
hose can be run over. It is also available in antistatic  design, see 1462-10-xx.

 
Product group: 	140
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Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1462-10-16	 25,0	 33,0	 0,08	 66	 0,18	 80	 30
1462-10-20	 32,0	 41,0	 0,08	 82	 0,28	 80	 30
1462-10-24	 38,0	 49,0	 0,08	 85	 0,36	 80	 30
1462-10-32	 51,0	 62,0	 0,07	 115	 0,48	 70	 30

1462-10 INDUSTRIAL DUST SUCTION HOSE PE, ANTISTATIC

Construction
Inner tube:	 Polyethylene (PE)
Cover:	 Polyethylene (PE)
Temperature:	 -30°C – +70°C
Design:	 Corrugated, black
 
Applications and characteristics
A flexible hose, with electrical conductor qualities,  suitable when there is 
a risk of a dust explosion. Suitable for hand tools and industrial vacuum 
cleaners. Cold resistant. Electrical resistance: 103–106  Ohm/m.  
Other dimensions are available on request.  

 
Product group: 140

1463-10 VACUUM HOSE, POLYURETHANE

Construction
Inner tube:		  Polyurethane (PU)
Cover:		  Polyurethane (PU)
Reinforcement:		 PVC spiral
Temperature:		  -25°C – +85°C
Design:		  Corrugated, transparent

Applications and characteristics
A hose suitable for ventilation; suction of gases, smoke, dust pellets; and 
for transportation of mineral wool insulation. The hose is internally smooth 
and very flexible. Also available in antistatic design, see 1463-40-xx. Food 
approved. 

 
Product group:	 140

Part	 ID	 Thickness	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 mm	 kg/m	 Max %	 m/coil

1463-10-20	 32	 0,6	 32	 0,19	 40	 20
1463-10-24	 38	 0,6	 38	 0,25	 30	 20
1463-10-30	 45	 0,6	 45	 0,32	 30	 20
1463-10-32	 50	 0,7	 50	 0,39	 30	 20
1463-10-39	 60	 0,7	 60	 0,44	 30	 20
1463-10-40	 63	 0,7	 65	 0,47	 30	 20
1463-10-48	 75	 0,7	 75	 0,60	 30	 20
1463-10-50	 80	 0,7	 80	 0,65	 30	 20
1463-10-55	 90	 0,8	 90	 0,75	 30	 20
1463-10-64	 100	 0,8	 100	 0,85	 30	 20
1463-10-80	 125	 0,8	 125	 1,17	 30	 20
1463-10-96	 152	 0,9	 150	 1,45	 30	 20
1463-11-60	 160	 0,9	 160	 1,70	 30	 20
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1:41463-40 VACUUM HOSE, POLYURETHANE, ANTISTATIC

Construction
Inner tube:		  Polyurethane (PU)
Cover:		  Polyurethane (PU)
Reinforcement:		 PVC spiral with antistatic wire
Temperature:		  -25°C – +85°C
Design:		  Corrugated, transparent
 
Applications and characteristics
A hose suitable in situations when a grounded braid is needed to trans-
port abrasive materials, mineral wool insulation and ventilation. The hose 
is made of polyurethane and is very flexible. Food approved.

 
Product group:	 140

Part	 ID	 Thickness	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 mm	 kg/m	 Max %	 m/coil

1463-40-20	 32	 0,6	 32	 0,24	 40	 20
1463-40-22	 35	 0,6	 35	 0,25	 40	 20
1463-40-24	 38	 0,6	 38	 0,33	 30	 20
1463-40-25	 40	 0,6	 40	 0,36	 30	 20
1463-40-32	 50	 0,7	 50	 0,44	 30	 20
1463-40-39	 60	 0,7	 60	 0,50	 30	 20
1463-40-40	 63	 0,7	 63	 0,53	 30	 20
1463-40-48	 75	 0,7	 75	 0,66	 30	 20
1463-40-50	 80	 0,7	 80	 0,74	 30	 20
1463-40-64	 100	 0,8	 100	 0,92	 30	 20
1463-40-80	 125	 0,8	 125	 1,25	 30	 20
1463-40-96	 150	 0,9	 150	 1,60	 30	 20

1563-90 VACUUM HOSE, POLYURETHANE

Part	 ID	 Thickness	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 mm	 kg/m	 Max %	 m/coil

1563-90-48	 76	 0,6	 100	 0,60	 16	 30
1563-90-64	 100	 0,6	 140	 0,82	 13	 30

Construction
Inner tube:		  Polyurethane (PU)
Cover:		  Polyurethane (PU)
Reinforcement:		 PVC spiral
Temperature:		  -20°C – +85°C
Design:		  Corrugated, transparent
 
Applications and characteristics
For transportation of abrasive materials, insulating material and ven-
tilation. A very flexible polyurethan hose. Food approved according to 
EU 10/2011.
 
Product group: 	140
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1563-20 POLYURETHANE HOSE L 0,4

Part	 ID	 Thickness	 Bend rad.	 Weight	 Vaccum pr.
number	 mm	 mm	 mm	 kg/m	 Max %

1563-20-32	 50	 0,4	 35	 0,30	 20
1563-20-40	 63	 0,4	 42	 0,34	 15
1563-20-48	 76	 0,4	 53	 0,43	 10
1563-20-50	 80	 0,4	 56	 0,46	 10
1563-20-55	 90	 0,4	 62	 0,49	 10
1563-20-64	 102	 0,4	 70	 0,51	 9
1563-20-70	 110	 0,4	 75	 0,56	 8
1563-20-80	 125	 0,4	 88	 0,65	 8
1563-20-96	 150	 0,4	 105	 0,78	 6
1563-21-30	 130	 0,4	 90	 0,68	 7
1563-21-60	 160	 0,4	 115	 0,81	 6
1563-21-80	 180	 0,4	 125	 0,91	 6
1563-22-03	 200	 0,4	 140	 1,05	 5
1563-22-28	 228	 0,4	 155	 1,13	 4
1563-22-54	 250	 0,4	 175	 1,25	 4
1563-23-00	 300	 0,4	 218	 1,55	 3
1563-23-05	 305	 0,4	 215	 1,57	 3
1563-23-18	 318	 0,4	 220	 1,65	 3
1563-23-25	 325	 0,4	 230	 1,72	 2
1563-23-50	 350	 0,4	 245	 1,81	 2
1563-24-08	 400	 0,4	 280	 2,10	 1

Construction
Inner tube:		  Polyurethane (PU)
Cover:		  Polyurethane (PU)
Reinforcement:		 Copper-coloured steel spiral
Temperature:		  -40°C – +90°C
Design:		  Corrugated, transparent
 
Applications and characteristics
A very light weighted hose delivered in a “compact"-package. The hose 
is very durable and suitable for the food and pharmaceutical industries. 
Areas of usage: Ventilation, pellet burner, oil mist. The hose is resistant 
to hydrolysis and microbes.
 
Product group: 	140
Length/coil: 	 6 meters (Also available in 10–15 meters on request)
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1:41563-30 POLYURETHANE HOSE M 0,7

Part	 ID	 Work pr.	 Bend rad.	 Weight	Vaccum pr.	 Length
number	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1563-30-12	 20	 0,135	 20	 0,17	 40	 15
1563-30-16	 25	 0,130	 25	 0,25	 40	 15
1563-30-20	 32	 0,125	 32	 0,35	 40	 15
1563-30-24	 38	 0,115	 38	 0,40	 40	 15
1563-30-25	 40	 0,115	 40	 0,40	 40	 15
1563-30-32	 50	 0,100	 50	 0,45	 25	 15
1563-30-38	 55	 0,100	 55	 0,45	 25	 15
1563-30-40	 63	 0,100	 63	 0,48	 25	 15
1563-30-44	 70	 0,090	 70	 0,55	 20	 15
1563-30-48	 76	 0,080	 75	 0,60	 20	 15
1563-30-50	 80	 0,080	 80	 0,65	 20	 15
1563-30-55	 90	 0,070	 90	 0,73	 20	 15
1563-30-64	 102	 0,060	 100	 0,84	 18	 15
1563-30-70	 110	 0,055	 110	 0,90	 15	 15
1563-30-74	 115	 0,055	 115	 0,90	 15	 15
1563-30-76	 120	 0,050	 120	 0,95	 15	 15
1563-30-80	 125	 0,050	 125	 0,98	 15	 15
1563-30-96	 150	 0,040	 150	 1,12	 10	 15
1563-31-40	 140	 0,040	 140	 1,06	 10	 15
1563-31-60	 160	 0,040	 160	 1,20	 8	 15
1563-31-75	 175	 0,030	 175	 1,40	 7	 15
1563-31-80	 180	 0,030	 180	 1,45	 7	 15
1563-32-03	 200	 0,025	 200	 1,50	 5	 15
1563-32-20	 220	 0,020	 220	 1,76	 4	 15
1563-32-28	 228	 0,020	 228	 1,80	 4	 15
1563-32-54	 250	 0,020	 250	 1,93	 4	 15
1563-33-05	 305	 0,015	 300	 2,31	 2	 15
1563-33-18	 318	 0,010	 318	 2,40	 1	 15
1563-33-50	 350	 0,010	 350	 2,50	 1	 15

Construction
Inner tube:		  Polyurethane (PU)
Cover:		  Polyurethane (PU)
Reinforcement:		 Copper-coloured steel spiral
Temperature:		  -40°C – +100°C
Design:		  Corrugated, transparent, internally smooth
 
Applications and characteristics
Powerful and flexible suction hose for transportation of materials such as gravels, 
cement, sand, sawdust, gasoline, oil products and food. The hose is suitable in areas 
such as sawmills, plastic and paper industries, wood shaving, contractor businesses. 
Good resistant towards solvents and good aging characteristics. It is also resistant to 
oil mist and microbes, and can be used in damp environments. Halogen free.  
Other dimensions available on request.
 
Product group: 140
Thickness: 0,7 mm
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1563-50 POLYURETHANE HOSE H 1,4

Part	 ID	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1563-50-24	 38	 0,30	 48	 0,38	 90	 10
1563-50-32	 50	 0,19	 75	 0,67	 60	 10
1563-50-40	 63	 0,18	 90	 0,79	 55	 10
1563-50-48	 76	 0,12	 113	 0,98	 50	 10
1563-50-64	 102	 0,11	 150	 1,36	 40	 10
1563-50-76	 120	 0,09	 180	 1,42	 30	 10
1563-50-80	 127	 0,08	 185	 1,54	 25	 10
1563-50-85	 140	 0,07	 210	 1,75	 20	 10
1563-50-96	 150	 0,07	 225	 1,82	 20	 10
1563-51-61	 160	 0,06	 240	 2,15	 20	 10
1563-51-75	 175	 0,05	 260	 2,50	 15	 10
1563-51-80	 180	 0,05	 270	 2,55	 15	 10
1563-52-03	 203	 0,05	 300	 2,92	 15	 10
1563-52-20	 220	 0,04	 338	 3,25	 10	 10
1563-53-00	 300	 0,03	 450	 4,31	 10	 10
1563-54-00	 400	 0,01	 600	 5,05	 8	 10

Construction 
Inner tube:		  Polyurethane (PU)
Cover:		  Polyurethane (PU)
Reinforcement:		 Copper-coloured steel spiral
Temperature:		  -40°C – +90°C
Design:		  Corrugated, transparent, internally smooth
 
Applications/Characteristic
A very powerful PU-hose for transportation of strong abrasive parti-
cles. The hose is suitable for industrial vacuum cleaning, granulates and 
splinters. It is also resistant to oil mist and microbes, and can be used in 
damp environments. Halogen free. 
 
Product group: 140
Thickness: 1,4 mm

1563-70 POLYURETHANE HOSE HD T 2,0

Construction
Inner tube:		  Polyurethane (PU)
Cover:		  Polyurethane (PU)
Reinforcement:		 Copper-coloured steel spiral
Temperature:		  -40°C – +100°C
Design:		  Corrugated, transparent, internally smooth 
 
Applications/Characteristic
An extremely powerful PU-hose for both suction and pressure transports 
of abrasive materials such as sand, granulates and splinters. The hose is 
suitable in the contractor business area, the wood and plastic industries. It 
is food approved and sustains oil mist. It is also resistant towards microbes 
and can be used in damp environments. 

 
Product group: 140
Thickness: 2,0 mm

Part	 ID	 Work pr.	 Bend rad.	 Vaccum pr.	 Weight	 Length
number	 mm	 MPa	 mm	 Max %	 kg/m	 m/coil

1563-70-25	 40	 0,42	 160	 0,90	 0,76	 10
1563-70-32	 50	 0,38	 200	 0,95	 1,00	 10
1563-70-39	 60	 0,27	 240	 0,95	 1,32	 10
1563-70-48	 76	 0,27	 300	 0,95	 1,51	 10
1563-70-56	 90	 0,21	 360	 0,90	 1,81	 10
1563-70-64	 102	 0,19	 400	 0,90	 2,13	 10
1563-70-96	 150	 0,13	 600	 0,85	 4,08	 10
1563-72-00	 200	 0,10	 800	 0,85	 5,45	 10
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1:41464 SANDSTONE, BLASTING HOSE 10 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1464-00-08	 13,0	 25,0	 1,0	 200	 0,48	 40
1464-00-12	 19,0	 33,0	 1,0	 230	 0,75	 40
1464-00-16	 25,0	 39,0	 1,0	 300	 0,94	 40
1464-00-20	 32,0	 48,0	 1,0	 380	 1,24	 40
1464-00-24	 38,0	 58,0	 1,0	 460	 1,85	 40
1464-00-26	 40,0	 60,0	 1,0	 480	 1,92	 40
1464-00-30	 45,0	 65,0	 1,0	 540	 2,00	 40
1464-00-32	 50,0	 72,0	 1,0	 600	 2,66	 40

Construction
Inner tube:		  Abrasion resistant rubber (NR/BR)
Cover:		  Synthetic abrasion and weather resistant rubber (SBR)
Reinforcement:		 Synthetic textile
Safety factor:		  1:4
Temperature:		  -30°C – +70°C
Design:		  Wrapped, black
 
Applications/Characteristic
A hose suitable for sand or steel sand blasting. It can also be used for con-
crete cast, and as transportation/deliverance of abrasive particles. Accord-
ing to the latest European norm EN IOS 3861.

 
Product group: 	140

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 m/coil

1464-10-12	 19,0	 31,0	 4,0	 120	 0,60	 61
1464-10-16	 25,0	 37,0	 4,0	 160	 0,82	 61
1464-10-20	 32,0	 44,0	 4,0	 220	 1,08	 61
1464-10-22	 35,0	 49,0	 4,0	 250	 1,18	 61
1464-10-24	 38,0	 54,0	 4,0	 300	 1,42	 61
1464-10-32	 51,0	 68,0	 4,0	 400	 2,02	 61
1464-10-40	 63,5	 85,0	 4,0	 500	 2,94	 40
1464-10-48	 76,0	 98,0	 4,0	 600	 3,78	 40
1464-10-64	 100,0	 128,0	 4,0	 750	 6,10	 40

1464-10 MARBLE, CONCRETE CAST HOSE 40 BAR

Construction
Inner tube:		  Abrasion resistant rubber (NR/BR)
Cover:		  Synthetic abrasion and weather resistant rubber (SBR)
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -40°C – +70°C
Design:		  Wrapped, black
 
Applications/Characteristic
A hose suitable for wet-casting of concrete mixtures at mobile or stationary 
applications. Also excellent to use as transportation hose between pump 
and nozzle (for pre-mixed concrete). The thick tube prevents kink in the 
hose. 

 
Product group: 	140
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1464-50 SHALE, CONCRETE PUMP HOSE 80 BAR

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight
number	 mm	 mm	 MPa	 mm	 kg/m

1464-50-32	 51,0	 75,0	 8,0	 380	 3,96
1464-50-40	 65,0	 89,0	 8,0	 400	 4,84
1464-50-48	 76,0	 104,0	 8,0	 400	 6,21
1464-50-64	 100,0	 128,0	 8,0	 550	 9,67
1464-50-80	 125,0	 153,0	 8,0	 700	 15,16

Construction
Inner tube:		  NR/SBR
Cover:		  NR/SBR
Reinforcement:		 Steel spiral
Temperature:		  -40°C – +70°C
Design:		  Wrapped, black
 
Applications/Characteristic
A hose suitable for placing and transporting concrete from beam. The 
very robust design prevents kink in the hose and makes it easy to use 
as well as flexible. It sustains high pressures. Deliverance usually fully 
assembled with fluid connectors. The pre-assembling is done in-house in 
Sweden. 

 
Product group: 	140

Part	 ID	 OD	 Work pr.	 Weight	 Length
number	 mm	 mm	 MPa	 kg/m	 m/coil

1465-30-48	 76,0	 90,0	 0,6	 2,18	 40
1465-30-56	 90,0	 104,0	 0,6	 2,34	 40
1465-30-64	 102,0	 117,0	 0,6	 3,06	 40
1465-30-80	 125,0	 142,0	 0,6	 3,92	 40
1465-30-96	 152,0	 170,0	 0,6	 4,84	 40

1465-30 LIMESTONE, CONCRETE AND GRANULATE HOSE 6 BAR

Construction
Inner tube:		  Durable, antistatic rubber (NR/SBR)
Cover:		  Abrasion, weather and ozone resistant rubber
Reinforcement:		 Synthetic textile
Safety factor:		  1:3
Temperature:		  -35°C – +80°C
Design:		  Wrapped, black
 
Applications/Characteristic
A very robust and durable hose suitable for transportation of concrete, 
sand, gravel, animal feed and granulates. Can also be used in pneumatic 
applications between trucks and silos. 

 
Product group: 	140
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1:41565 CHLORIET, MATERIAL HOSE, LAY-FLAT

Part	 ID	 OD	 Work pr.	 Weight	 Length
number	 mm	 mm	 MPa	 kg/m	 m/coil

1565-00-64	 100,0	 108,0	 0,6	 1,45	 40
1565-00-80	 125,0	 134,0	 0,5	 2,10	 40
1565-00-96	 150,0	 160,0	 0,4	 2,75	 20

Construction
Inner tube:		  Abrasion resistant rubber (NR/BR)
Cover:		  Abrasion and weather resistant rubber (SBR)
Reinforcement:		 Synthetic textile and a steel spiral
Safety factor:		  1:3
Temperature:		  -35°C – +80°C
Design:		  Wrapped, black 
 
Applications/Characteristic
An all-round clearing hose with an abrasion resistent inner tube. It is 
suitable for transportation of wet and dry concrete, sand or gravel. Elec-
trical resistance: <106 Ohm. Can be stored lay-flat.

 
Product group:	 140

1466 DOLOMITE, INDUSTRIAL DUST SUCTION HOSE

Part	 ID	 OD	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 mm	 kg/m	 Max %	 m/coil

1466-00-24	 38,0	 44,0	 70	 0,55	 80	 20
1466-00-32	 50,0	 56,0	 75	 0,71	 80	 20
1466-00-40	 60,0	 66,0	 100	 0,85	 80	 20
1466-00-42	 63,0	 70,0	 105	 0,97	 80	 20
1466-00-48	 76,0	 83,0	 120	 1,25	 80	 10
1466-00-64	 102,0	 110,0	 150	 1,90	 80	 10
1466-00-70	 110,0	 118,0	 160	 2,05	 80	 10
1466-00-80	 127,0	 135,0	 175	 2,35	 80	 10
1466-00-96	 152,0	 162,0	 200	 2,52	 80	 10
1466-02-02	 202,0	 211,0	 203	 3,04	 80	 10
1466-02-20	 220,0	 230,0	 220	 3,39	 80	 10

Construction
Inner tube:		  Abrasion resistant rubber
Cover:		  Durable, weather resistant rubber
Reinforcement:		 Wowen polyester and a steel spiral
Temperature:		  -40°C – +90°C
Design:		  Corrugated, black
 
Applications/Characteristic
A exhaust hose suitable for particles, sand, dust and powder within the 
engineering industry. Can also be used as exhaust hose for grains. 

Product group: 	140
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1563-10 VACUUM SUCTION HOSE 2,1 MM PUR HX

Construction
Inner tube:	 Polyester, Polyurethane  (PU)
Cover:	 Polyester, Polyurethane  (PU)
Reinforcement:	 Spring steel wire
Temperature:	 -40°C – +90°C
Design:	 Corrugated, smooth inside, transparent

Applications/Characteristic
A suction hose for transportion of extremely abrasive materials such as 
sand, stone and granules. The hose also has a good chemical and oil resist-
ance. Can temporarily sustain a temperature up to 125 ° C.

Product group: 140

Part	 ID	 OD	 WP	 Bend rad.	 Vaccum pr.	 Weight	 Length
number	 mm	 mm	 MPa	 mm	 Max %	 kg/m	 m/coil

1563-10-96	 150	 167	 450	 83	 4,13	 6	 0,15
1563-12-00	 200	 220	 950	 67	 6,43	 6	 0,11

1467-35 WASTE SUCTION HOSE

Part	 ID	 OD	 Bend rad.	 Vaccum pr.	 WP	 Weight	 Length
number	 mm	 mm	 mm	 Max %	 MPa	 kg/m	 m/coil

1467-35-64	 116,0	 116,0	 200	 80	 0,15	 3,8	 17
1467-35-80	 143,0	 143,0	 250	 80	 0,15	 5,3	 17

Construction
Inner tube:		  Abrasion resistant rubber (NR)
Cover:		  Weather resistant rubber (SBR)
Reinforcement:		 Synthetic textile with a steel spiral
Temperature:		  -30°C – +80°C
Design:		  Corrugated, black
 
 
Applications and characteristic
A flexible and abrasion resistant suction and delivery hose, specially designed 
as a "cassette extension hose" for high pressure sewer cleaning and waste 
suction vehicles. Only available in whole coils of 17 meters including spiral-
free sleeves in both ends. Electrical resistance <106 Ohm.

 
Product group: 	140
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1:4

1467-45 SLATE, SANITATION SUCTION HOSE M45

1467-40 BASALT, SANITATION SUCTION HOSE 

Part	 ID	 Thickness ID	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 mm	 kg/m	 Max %	 m/coil

1467-45-48	 76,0	 2,6	 300	 1,8	 80	 12
1467-45-64	 102,0	 2,6	 410	 2,6	 80	 12
1467-45-80	 127,0	 2,6	 510	 3,4	 80	 12
1467-45-96	 152,0	 2,6	 600	 4,0	 80	 12
1467-45-03	 203,0	 2,6	 800	 6,2	 80	 12

Construction
Inner tube:		  Abrasion resistant rubber (NR)
Cover:		  Durable, weather resistant rubber (SBR)
Reinforcement:		 Synthetic textile and a steel spiral
Temperature:		  -30°C – +90°C
Design:		  Corrugated, black
 
 
Applications/Characteristic
An elastic and flexible hose suitable for sanitation vehicles. The hose is 
designed for normal abrasion situations. It is only available in fixed lengths.

 
Product group: 	140

Part	 ID	 YD	 Böj-rad.	 Vikt	 Under-tr.	 Längd
number	 mm	 mm	 mm	 kg/m	 Max %	 m/rulle

1467-40-64	 102,0	 112,0	 100	 2,82	 90	 6
1467-40-96	 152,0	 162,0	 220	 4,25	 90	 6

Construction
Inner tube: Abrasion resistant light brown rubber (NR)	
Cover:	 Abrasion and weather resistant rubber (SBR/NR)	
Reinforcement:	 Synthetic textile with a spiral of steel
Safety factor:	 -
Temperature:	 -30°C – +90°C
Design:	 Corrugated, black

Applications and characteristic
Smooth and flexible hose suitable for sanitation vehicles. The hose is 
designed for normal abrasion situations and come in lengths of 6 meters 
with spiral free ends and anti-static wire. Only available in fixed lengths.

Product group:	 140
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1467-51 COAL, SANITATION SUCTION HOSE M51, ANTISTATIC WIRE

Part	 ID	 Thickness ID	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 mm	 kg/m	 Max %	 m/coil

1467-51-64	 102,0	 2,8	 510	 3,0	 80	 12
1467-51-80	 127,0	 2,8	 640	 3,7	 80	 12
1467-51-96	 152,0	 2,8	 760	 4,3	 80	 12
1467-51-03	 203,0	 4,0	 1000	 8,1	 80	 12

Construction
Inner tube:		  Abrasion resistant rubber (NR)
Cover:		  Durable, weather resistant rubber (NR/SBR)
Reinforcement:		 Synthetic textile and a steel spiral
Temperature:		  -30°C – +90°C
Design:		  Corrugated, black
 
Applications/Characteristic
An elastic and flexible hose suitable for sanitation vehicles. The hose is 
designed for heavy abrasion situations. It is only available in fixed lengths.

 
Product group:	 140

1467-52 GRANULITE, TRANSPORTATION HOSE M52

Part	 ID	 OD	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 mm	 kg/m	 Max %	 m/coil

1467-52-32	 50,0	 63,0	 300	 1,8	 80	 40
1467-52-40	 63,0	 76,0	 380	 2,3	 80	 40
1467-52-48	 76,0	 85,0	 460	 1,8	 80	 40
1467-52-56	 90,0	 103,0	 540	 3,3	 80	 40
1467-52-64	 102,0	 114,0	 600	 3,4	 80	 40
1467-52-69	 108,0	 122,0	 650	 4,5	 80	 40
1467-52-74	 116,0	 131,0	 450	 4,6	 80	 40
1467-52-80	 127,0	 140,0	 760	 4,9	 80	 40
1467-52-85	 140,0	 156,0	 840	 5,4	 80	 40
1467-52-96	 152,0	 165,0	 900	 5,8	 80	 40
1467-52-03	 203,0	 223,0	 1200	 13,4	 80	 10

Construction
Inner tube:		  Abrasion resistant rubber (NR)
Cover:		  Durable, weather resistant rubber (SBR)
Reinforcement:		 Synthetic textile and a steel spiral
Temperature:		  -40°C – +70°C
Design:		  Wrapped, black
 
Applications/Characteristic
Transportation hose for sanitation vehicles. Can also be used as the bent 
part in central vacuum applications.

 
Product group:	 140
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1:41467-53 CYKLONE HOSE M53

Part	 ID	 OD	 Bend rad.	 Weight	 Vaccum pr.
number	 mm	 mm	 mm	 kg/m	 Max %

1467-53-04	 204,0	 230,0	 850	 14,0	 90

Construction
Inner tube:	 Abrasion resistant NR black
Cover:	 Abrasion and weather resistance rubber (SBR)
Reinforcement:	 Synthetic textile with a spiral of steel
Temperature:	 -30°C-+90°C
Design:	 Corrugated, black

Applications and characteristics
Flexible cyclone hose for mobile dry vacuum specially designed for 
mounting on top of the vacuum unit. Supplied in 2,6 meter with spiral 
free end, and 3,2 meter lengths with two spiralfri ends.

Product group:	 140

1567 GNEISS, SANITATION SUCTION HOSE

Part	 ID	 Thickness ID	 Bend rad.	Weight	 Vaccum pr.	 Length
number	 mm	 mm	 mm	 kg/m	 Max %	 m/coil
 
1567-00-32	 50	 2,0	 150	 1,15	 90	 40
1567-00-40	 63	 2,0	 160	 1,43	 90	 40
1567-00-48	 76	 2,0	 170	 1,74	 90	 40
1567-00-56	 90	 2,0	 200	 2,45	 90	 40
1567-00-64	 102	 2,0	 210	 2,95	 90	 40
1567-00-74	 115	 2,0	 220	 3,23	 90	 20
1567-00-80	 127	 2,0	 250	 3,60	 90	 20
1567-00-96	 152	 2,0	 370	 4,40	 90	 20

Construction
Inner tube:		  Light brown natural rubber (NR)
Cover:		  Durable, weather resistant rubber (SBR)
Reinforcement:		 Synthetic textile and a steel spiral
Temperature:		  -40°C – +80°C
Design:		  Corrugated, black
 
Applications/Characteristic
A hose suitable as a work hose in industrial central vacuum cleaner ap-
plications. It is also suitable as main line in buildings. The hose can have a 
ground connection through the embedded steel spiral.

 
Product group: 	140
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Construction 
Inner tube:	 Light brown natural rubber (NR) 
Wrapping:	 Black, weather resistant rubber 
Reinforcement:	 Textile and a steel spiral 
Temperature:	 -40° - +80°C 
Design:	 Corrugated, black

Applications/Characteristic 
Suction and pressure hose for transportation of abrasive materials e.g. 
concrete, sand, gravel and cuttings. The hose is very suitable as a cutting 
hose where there is a need for flexibility and durable hoses with suction and 
pressure. 

 
Product group: 140

1567-20 GNEISS, SANITATION SUCTION HOSE, SUCTION AND PRESSURE

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight	 Vaccum pr.	 Length
number	 mm	 mm	 MPa	 mm	 kg/m	 Max %	 m/coil

1567-20-32	 50	 66	 0,5	 100	 2,00	 90	 40
1567-20-48	 76	 96	 0,5	 200	 3,00	 90	 40
1567-20-64	 102	 122	 0,5	 290	 4,28	 90	 40
1567-20-80	 127	 147	 0,5	 350	 5,45	 90	 20
1567-20-96	 152	 173	 0,5	 600	 7,36	 90	 20
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Construction
Material:	 Stainless steel  (1.4016 EN 10088-1)
Temperature:	 Up to +700°C

Applications/Characteristic 
Spiral wired gas exhaust hose with round cross section and labyrinth 
profile for e.g. exhaust gases, pellets and granulates. Can also be used 
as mechanical cable protection.

1480 GAS EXHAUST HOSE, STAINLESS STEEL

Part	 ID	 OD	 Bend rad.			 
number	 mm	 mm	 mm	 		

1480-00-12	 20.0	 24.8	 70
1480-00-14	 22.0	 26.0	 77
1480-00-16	 25.0	 29.8	 86
1480-00-19	 30.0	 34.8	 101
1480-00-20	 32.0	 36.0	 160
1480-00-22	 35.0	 39.0	 170
1480-00-24	 38.0	 42.0	 190
1480-00-25	 40.0	 44.5	 200
1480-00-26	 42.0	 46.5	 210
1480-00-30	 45.0	 49.5	 225
1480-00-32	 50.0	 54.5	 250
1480-00-38	 55.0	 59.5	 265
1480-00-39	 60.0	 64.5	 275
1480-00-40	 65.0	 69.5	 285
1480-00-44	 70.0	 74.5	 300
1480-00-48	 75.0	 79.5	 310
1480-00-51	 80.0	 84.5	 320
1480-00-53	 85.0	 89.5	 335
1480-00-56	 90.0	 94.5	 345
1480-00-62	 100.0	 105.0	 375
1480-00-64	 102.0	 107.0	 380
1480-00-68	 105.0	 110.0	 390
1480-00-70	 110.0	 115.0	 400
1480-00-74	 115.0	 120.0	 415
1480-00-79	 125.0	 130.0	 435
1480-00-80	 127.0	 132.0	 445
1480-00-82	 130.0	 135.0	 450
1480-00-85	 140.0	 145.0	 475
1480-00-96	 150.0	 155.0	 500
1480-01-75	 175.0	 180.0	 560
1480-01-90	 190.0	 195.0	 595
1480-02-00	 200.0	 205.0	 620
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1484 METAL HOSE, PARALLEL WRAPPED

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight
number	 mm	 mm	 Mpa	 mm	 kg/m

1484-01-06F/S	 10,6	 17,5	 7,5	 190	 0,25
1484-01-08F/S	 12,3	 19,5	 7,0	 210	 0,29
1484-01-10F/S	 15,7	 25,2	 6,5	 285	 0,37
1484-01-12F/S	 19,8	 30,3	 5,0	 310	 0,50
1484-01-16F/S	 25,8	 36,0	 4,0	 375	 0,64
1484-01-20F/S	 33,0	 45,7	 3,5	 405	 1,00
1484-01-24F/S	 40,0	 54,0	 3,0	 480	 1,20
1484-01-32F/S	 51,6	 67,5	 2,5	 550	 1,54
1484-01-40F/S	 66,0	 87,9	 2,0	 675	 2,55
1484-01-48F/S	 76,6	 100,0	 1,8	 750	 2,90
1484-01-64F/S	 103,0	 128,0	 1,4	 920	 4,20
1484-01-80F/S	 127,5	 154,5	 1,25	 1160	 5,80
1484-01-96F/S	 151,5	 180,0	 1,0	 1320	 6,80
1484-01-128F/S	 200,0	 232,0	 0,6	 1400	 11,00

Construction
Inner tube:	 Stainless steel  (1.4541 EN 10088-1) Suffix F
	 Stainless steel  (1.4404 EN 10088-1) Suffix S
Wrapping:	 Stainless steel  (1.4301 EN 10088-1)
Safety factor:	 1:4
Temperature:	 -200°C – +550°C

Applications/Characteristic 
Metal hose suitable for hot oils, chemicals, gases, exhaust gases, water, 
steam, vacuum etc. The hose can also be used as mechanical cable pro-
tection.

Construction
Material:	 Stainless steel  (1.4016 EN 10088-1)
Temperature:	 Up to +700°C

Applications/Characteristic 
Stripwounded metal hose for exhaust, pellets and granules. Also used as 
mechanical protection of cabels.

Product Group: 180

1480-10 EXHAUST AND CONVEYING HOSE, GALVANIZED

Part	 ID	 OD	 Bend rad.	 Weight	 Max	 Length
number	 mm	 mm	 mm	 kg/m	 length	 m/coil

1480-10	 102	 104	 550	 2,55	 10	 10
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1489 METAL HOSE, PARALLEL WRAPPED, MECHANICALLY SHAPED

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight
number	 mm	 mm	 Mpa	 mm	 kg/m

1489-01-04S	 6,3	 11,1	 15,0	 80,0	 0,173
1489-02-04S	 6,3	 12,3	 22,0	 80,0	 0,277
1489-01-05S	 8,2	 13,7	 13,5	 125,0	 0,219
1489-02-05S	 8,2	 14,9	 20,0	 125,0	 0,357
1489-01-06S	 10,3	 15,7	 8,5	 130,0	 0,239
1489-02-06S	 10,3	 16,9	 15,0	 130,0	 0,380

Construction
Inner tube:	 Stainless steel (1.4404 EN 10088-1)
Wrapping:	 Stainless steel(1.4301 EN 10088-1)
Safety factor:	 1:4
Temperature:	 -200°C - +550°C
 
Applications/Characteristic
Metal hose suitable for oils, chemicals, gases, exhaust gases, wa-
ter, steam, vacuum etc. The hose can also be used as mechanical 
cable protection.

1489-01-xxS = simple wrap
1489-02-xxS = double wrap

1485 METAL HOSE, TIGHT AND PARALLEL WRAPPED

Part	 ID	 OD	 Work pr.	 Bend rad.	 Weight
number	 mm	 mm	 Mpa	 mm	 kg/m

1485-01-24F	 38,9	 54,5	 3,0	 400	 1,3
1485-01-32F	 51,6	 68,0	 2,5	 450	 1,7
1485-01-40F	 65,5	 88,5	 2,0	 540	 3,0
1485-01-48F	 76,0	 100,7	 1,8	 640	 3,4
1485-01-64F	 102,5	 128,0	 1,4	 840	 4,5
1485-01-80F	 127,5	 154,5	 1,25	 950	 6,5
1485-01-96F	 151,5	 180,5	 1,00	 1150	 7,7

Construction
Inner tube:	 Stainless steel (1.4541 EN 10088-1) 
Wrapping:	 Stainless steel (1.4301 EN 10088-1)
Safety factor:	 1:4
Temperature:	 -200°C – +550°C
 
Applications/Characteristic
Metal hose suitable for hot oils, chemicals, gases, exhaust gases, water, 
steam, vacuum etc. The hose can also be used as mechanical cable pro-
tection. Extra flexible.
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A SELECTION OF OUR FITTING RANGE FOR METAL HOSE

PARALLEL WRAPPED METAL HOSES

Dim. 
inch ID mm OD mm

Work pr. 
Bar

Bend 
rad. mm

3/8" 10,6 17,5 75,0 190

1/2" 12,9 20,8 70,0 210

5/8" 15,7 25,2 65,0 285

3/4" 19,8 30,3 50,0 310

1" 25,9 38,0 40,0 375

1 1/4" 33,0 45,7 35,0 405

1 1/2" 40,0 54,3 30,0 480

2" 51,6 67,5 25,0 550

2  1/2" 66,0 87,9 20,0 675

3" 76,6 100,0 18,0 750

4" 103,0 128,0 14,0 920

5" 127,5 154,5 12,5 1,160

6" 151,5 180,0 10,0 1,320

Fittings Material

Brass
Steel
Stainless steel

Brass
Steel 
Stainless steel

Brass
Steel 
Stainless steel

Malleable
Brass
Steel
Stainless steel

Malleable
Brass
Steel
Stainless steel

Steel
Stainless steel

Steel
Stainless steel

Brass
Steel
Stainless steel

Brass
Stainless steel

Solid, male thread

Loose nut and cone sealing 60°

Welded standpipe

CAM-LOCK fitting

Three 
part, 
male 
thread

Solid flange

Loose flange 
Welded ring with 
crimped nut

Three 
part, 
female 
thread

Angular, with 
loose nut and 
cone sealing 
60°

HYDROSCAND METAL HOSES
Hydroscand offers a wide range of solutions with 
different metal hoses, exhaust gas hoses as well as 
pressure hoses with parallel and spiral wraps.

Hydroscand’s metal hoses are suitable for transpor-
tation of gases, hot and cold fluids, and as vibration 
recovery in pipe lines. 

Hydroscand’s metal hoses are manufactured accord-
ing to customer requirements and can be delivered 
with certifications of pressure and seal controls.

Hydroscand can also deliver metal hoses with pre-
assembled (welded) fittings. Contact us for more 
information.


